
1 INTRODUCTION 

 

Bone tissue engineering is a promising procedure to 
overcome the drawbacks of current bone replacing 
procedures (like allografts and autografts). Autolog-
ous osteoprecursor cells are seeded upon a support 
structure (scaffold) and cultured in vitro, in order to 
form a bone construct. One of the challenges is the 
formation of viable constructs of clinically relevant 
sizes. Large (>1cm) constructs often result in a ne-
crotic central region with only a dense layer of cells 
at the construct periphery. The use of perfusion bio-
reactors in combination with macroporous scaffolds 
may improve mass transport and nutrient exchange 
during in vitro culture. Results indeed show an in-
crease in cell viability and matrix formation com-
pared to static controls [1, 2]. In addition, the culture 
media flow is known to influence osteogenesis 
through biophysical stimulation of the seeded bone 
precursor cells [3]. To get a better understanding of 
tissue formation in scaffolds it is therefore crucial to 
get more insight in the fluid dynamical environment 
in scaffolds.  
However simulating flow fields and shear stresses 
exerted on the wall in irregular scaffolds are far from 
trivial. Several attempts focused on accurately mod-
eling a subpart of an entire scaffold because of limi-
tations in computer power. These sub models, al-
though simulated correctly, suffer from important 
influences from the lateral boundaries. The only way 
to overcome this is modeling a complete geometry 
with a sufficient resolution. 

2 MATERIALS AND METHODS 

2.1 Geometry Reconstruction 

A µCT scanner (HOMX 161 X-ray system with 
AEA Tomohawk CT-upgrade, Philips X-ray, Ham-

burg, Germany) was used to obtain images of both a 
titanium (Ti) and a hydroxyapatite (HA) scaffold 
with a voxel resolution of 8 µm. The threshold grey 
value was assigned by comparing material volume 
obtained from Archimedes measurements with the 
3D volume calculated from the images through vary-
ing the threshold value in Tview (Skyscan, Kontich, 
Belgium).  

 

2.2 CFD model creation 

Democells, an in-house meshing program based on 
the CGAL C++ library [10], was used to create tri-
angular surface meshes from micro-CT images of 
the entire scaffold. As a resolution of 8 µm would be 
computationally too expensive we coarsened the in-
put images 5 times (6 times for Ti), and matched the 
element size accordingly, resulting in a maximum 
triangle circumdiameter of 40 µm (48µm for Ti). 
Corrections and adjustments have been performed 
using Mimics 13 (Materialise NV, Leuven, Bel-
gium).  
The resulting geometry consists of the void of the 
scaffold. To avoid forcing a predefined mass flow 
through the channels at the inlet we added a flow 
guidance in front of the inlet with a height of 0.5mm 
(Figuur 1). This way the flow itself will preferential-
ly choose the channels with the least resistance, thus 
better mimicking realistic inlet conditions (Figure 1). 
Starting from this surface mesh we used TGrid 5.0 
(ANSYS, Inc., Lebanon, USA) to create a volume 
mesh of 25 000 000 elements for the HA scaffold 
and 17 000 000 elements for the Ti scaffold. A 
growth ratio of maximum 1.3 was used to gradually 
increase the 3D element size within the fluid volume 
in order to reduce the number of tetrahedral ele-
ments.  
A flat velocity profile of 34 µm/s (corresponding to 
rate of 0.04 ml/min) through a circular area with a 
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diameter of 5 mm is imposed at the inlet. The lateral 
walls of the scaffolds are modeled as being embed-
ded in a silicon tube. As scaffolds were not perfectly 
circular this was modeled as an elliptical cylinder 
(with almost no difference between the shortest and 
longest diameter) wrapped as tight as possible 
around the scaffold. To avoid side flow between the 
cylindrical wall and the scaffold some extremities of 
the scaffold were cut off enabling a closer wrapping 
of the cylinder (Figure 1 and Figure 3 (3D views)). 
The culture medium was modeled as an incompress-
ible and homogeneous Newtonian fluid with  = 
1000 kg/m³ and a measured dynamic viscosity of 
8.51x10

-4 
Pa.s. Simulations are performed with Flu-

ent 6.3 (ANSYS, Inc., Lebanon, USA). Calculations 
are done on a 16 CPU cluster with 64 GB RAM. Pre 
and post processing is done on an 8 CPU desktop 
with 24 GB RAM. 

 
Figure 1: BC’s adopted for the CFD calculations visualized 

on the HA scaffold. Velocity is based on 0.04 ml/min flow 

through a scaffold of 5 mm diameter. Flow direction is from 

top to bottom. Scaffold walls are colored light grey. Vertical 

cylindrical wall represents the silicone embedded around the 

scaffold. Openings in the wall occur when the scaffold makes 

contact with the silicone 

 

3 RESULTS 
 

The internal steady flow pattern is visualized with 
streamlines, color-coded according to the local ve-
locity magnitude using Tecplot 360 (Tecplot, Inc. 
Bellevue, WA, USA). For both geometries the same 
color scale is used to enable comparison of the inter-
nal flow. Static pressure and WSS are visualized in 
combination with streamlines, color-coded accord-
ing to velocity magnitude in order to link hydrody-
namic parameters to each other. 

3.1 Titanium versus hydroxyapatite scaffold 

 
As seen from the plots in Figure 3, the stream-

lines show a highly tortuous behavior. The maximal 
velocity of the HA scaffold (1,1mm/s) is a little 
higher compared to the maximal velocity of the Ti 
scaffold (0,9mm/s). Accordingly, the maximal shear 
stress is of the same order of magnitude in both scaf-
folds (0.025 Pa for HA and 0.026 Pa for Ti). Surface 
averaged wall shear stresses however are much low-
er (0.00109 Pa for Ha and 0.00141 Pa for Ti). This is 
due to the highly skewed WSS distributions shown 
in Figure 2.  

 
Figure 2: Histogram of WSS in hydroxyapatite (blue) and tita-

nium (red). 1000 divisions are calculated and only the topline 

of the histogram is shown. The plot is truncated at 0.01Pa. 

 
Top view of both scaffolds show zones with high-

ly preferential flow paths for both scaffolds. These 
zones correspond to zones with low pressure (low 
resistance) and occur mostly at big pores being 
strongly interconnected. Looking closely one could 
also notice that the zones of high preferential flows 
lead to neighboring pores that have much less, al-
most zero, flow. Qualitatively one could say that this 
occurs more prominently at the inlet of the HA scaf-
fold.  

Considering the pressure at the wall a higher 
maximal value is noticed in the Ti scaffold (0.13 Pa 
versus 0.09 Pa for the HA scaffold). Since the same 
media flow rate is applied to both geometries this 
pressure difference is an indication of the resistance 
of the geometry. This higher resistance to fluid flow 
in the Ti scaffold corresponds to the higher preva-
lence of preferential flows in the HA scaffold.  
  

0

0,2

0,4

0,6

0,8

1

1,2

1,4

1,6

0 0,002 0,004 0,006 0,008 0,01

P
e

rc
e

n
ta

ge
 o

f 
ar

e
a

Wall shear stress [Pa]

HA

Ti



  

Figure 3. Visualization of the wall shear stress (WSS) and the static pressure (P) on the walls, all in combination with streamlines 

color-coded according to velocity magnitude. Flow is from top to bottom. The plots on the left show the results for titanium while 

the plots on the right are for hydroxyapatite. From top to bottom: 3D impression showing WSS, top view of the inlet (WSS), trans-

versal cutplot showing the internal structure in the middle of the geometry (WSS), same cutplot but showing the pressure. 



 
 

 

4 DISCUSSION 
 
The aim of this study was to quantify the flow field 
through a titanium and a hydroxyapatite scaffold and 
to estimate the WSS imposed on the seeded cells. 
Depending on the value of WSS the proliferation 
and osteogenic differentiation of cells subjected to 
perfusion may be enhanced. As previously summa-
rized in Maes et al. [4] a combination of in vitro cul-
ture perfusion results and numerical WSS estima-
tions in irregular scaffolds is listed in Table 1.  

 

Table 1. Critical WSS values for seeded cells in a scaffold sub-

jected to culture media perfusion 

 

Since the WSS estimations of the entire geometries 
are of the same order of magnitude as our previous 
simulations [4] the conclusions concerning a possi-
ble stimulating effect of WSS in the scaffolds consi-
dered here, are parallel. According to Cartmell et al. 
[6] the estimated WSS would enhance differentia-
tion of the seeded cells, while Raimondi et al. [7] 
suggested that there would be no effect. Obviously, 
this needs to be confirmed by means of experiments 
with the scaffolds under investigation. 

 
Table 2. Comparative table of WSS estimations adapted from 

Voronov et al. [8] 

 

In Table 2 all reported WSS estimated with ana-
logous inlet conditions are in the same order of 
magnitude as our results. 

Of particular interest is the comparison with our 
previous study since they are performed using the 
same scaffold geometries. Because of computer li-
mitations our previous study estimated WSS in cubic 
sub portions since simulating the complete scaffold 
was not feasible at that time. Of particular interest is 
the comparison with our previous study since both 
studies are performed using the same scaffold geo-
metries (Table 3). Because of computer limitations 
our previous study estimated WSS in cubic sub por-
tions of one twentieth of the volume since simulat-
ing the complete scaffold was not feasible at that 
time. Comparison shows that the results of the entire 
scaffold are very close to the results of the smaller 
1mm cubic sub model (Table 3). 

Both our studies tried to explore the variance in-
side scaffolds by calculating WSS in concentric sub 
regions of different sizes. A combination of these 
studies is depicted in Figure 4. 

 

 
 

Figure 4: surface averaged wall shear stress for a number of re-

gions of interest calculated in 3 CFD models created for both 

HA and Ti. Horizontal axis depicts the size of the region of in-

terest expressed as edge length of the cubic portion. Last point 

of every line shows the WSS of the complete CFD model. Cu-

bic regions of interest are exactly the same for the cubic sub 

models but are different than the regions in the complete model 
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Effect Author  

1.5-13.5 Stimulation Raimondi et al.[5] 

0.05 Proliferation Cartmell et al. [6] 

1 Differentiation 

57 Apoptosis 

4.6 No effect Raimondi et al. [7] 

14-25 Differentiation 

56 Cell wash out 

reference Scaffold type Manufacturing me-

thod 

CFD method Flow 

rates 

mL/min 

Number 

of sam-

ples 

Domain size WSS [Pa] av-

erage 

Cioffi et al. 

[9] 

Degrapol  Freeze-immersion-

precipitation 

Fluent 0,5 3 6 9 1 (3sub-

volumes) 

0,064mm³ 

relevant: 

0,001mm³ 

0,00394  

0,0241  

0,04748 

0,07135 

Sandino et al. 

[10] 

Calcium phosphate Foaming albumen Finite element 

Marc-Mentat 

1,7 e-5 

1,7 e-3 

1 1,5mm³ 0,04 

Cioffi et al. 

[11] 

Polyethylene glycol 

tetraphtalate 

Compression mode-

ling 

Fluent 0,03 

0,3 

1 1,95mm³ cube 0,000256 

0,00256 

Maes et al. 

[4] 

Titanium gelcating fluent 0,04 1 (5 ROI) 1-3,375mm³ 0,0014 

0,00195 

Hydroxyapatite 1 (5 ROI) 0,0011 

0,00146 

jungreuther-

mayer et 

al.[12] 

Collagen-

glycosaminoglycan 

lycophilization OpenFOAM 1 1 (3 sub-

volumes) 

0.64³mm³ 

Relevant : 

0.32mm³ 

0.2 

 



Table 3. WSS estimations of present study compared to 

WSS estimations of previous study performend in the same 

scaffold geometries 

 
Figure 4 shows for Titanium a very good agree-

ment between the 1.5 mm model and the complete 
model except when WSS is calculated for the entire 
model. The deviation of this last point can be ex-
plained by the effect of artificial boundary condi-
tions imposed on the lateral wall of the sub model. 
Those lateral walls are modeled as closed where in 
reality media flow is passing through. The ideal dis-
tance from the boundaries is therefore 0.5/2 mm or 
approximately one pore size. The HA model howev-
er probably needs to be larger than 1.5 mm to  ac-
count for the heterogeneity that induces the large 
preferential flow covering a prominent part of the 
smaller sub models. 

The large preferential flow paths could compro-
mise cell growth since a large amount of the culture 
medium is flowing through a comparably small part 
of the scaffold void. This causes mainly two effects: 
firstly there will be less nutrients and oxygen availa-
ble for the cells, and secondly this disrupts the pre-
valence of a more uniform WSS distribution. This 
can also be extracted from the WSS histograms in 
Figure 2. There one notices that the WSS distribu-
tion of the HA scaffold is more skewed than that of 
the Ti scaffold. There is also a higher prevalence of 
surfaces where the shear stress is almost zero in the 
HA scaffold. Apparently there are more zones in the 
HA scaffold with virtually no flow at all resulting in 
less optimal cell culture conditions. 

 
 
 
 
 
 
 

 

5 CONCLUSIONS  
 

We were able to create CFD models of two com-
plete scaffolds using boundary conditions closely 
matching reality and estimate wall shear stress with 
a high accuracy. Using these models in comparison 
with smaller sub models we could provide guide-
lines in model creation regarding size and dealing 
with wrongly closed lateral wall boundary condi-
tions inherent to smaller sub models. These results 
should encourage further modeling of for example 
oxygen and nutrient uptake and cellular prolifera-
tion. 
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