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Abstract—A novel planar differential ultra-wideband (UWB) 

antenna was designed and implemented on low-cost FR4 
substrate and characterized experimentally. The dedicated 
design was motivated by the implementation of a UWB pulse 
radar sensor obtained by co-integrating a system-on-a-chip UWB 
pulse radar packaged in QFN32 package with the proposed 
antenna, one for the transmitter and one for the receiver. The 
experimental results confirm the predictions obtained by 
simulations, and the effectiveness of the novel antenna design for 
the implementation of low-cost short-range pulse radar sensor 
was validated by field operational tests. 
 

Index Terms— Ultra-wideband (UWB), planar antenna, 
differential antenna, short-range radar, biomedical applications. 

I. INTRODUCTION 

N February 2002 the Federal Communications 
Commission (FCC) authorized the marketing and operation 

of a new class of products incorporating ultra-wideband 
(UWB) technology [1]. UWB devices transmit and receive 
extremely short radio-frequency pulses, with time duration in 
the range from tens of picoseconds to tens of nanoseconds. As 
a consequence, the frequency spectrum of the transmitted 
signal has very wide band occupancy (several GHz) and very 
low power spectral density (PSD). The maximum in-band 
(3.1-10.6 GHz) allowed equivalent isotropic radiated power 
(EIRP) spectral density is -41.3 dBm/MHz. According to the 
FCC definitions, a UWB system is any radio system operating 
in a bandwidth greater or equal to 500 MHz, or with a 
fractional band greater or equal to 10%, operating in the above 
spectrum region. This is a key enabling radio technology for 
several unlicensed commercial applications, such as ground 
penetrating radar (GPR) systems, wall and through wall 
imaging systems, surveillance systems, high data rate 
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communication systems and medical imaging. 
Recently the first system-on-a-chip (SoC) UWB pulse 

radar, operating in compliance with the FCC mask, was 
implemented in 90 nm CMOS technology by our research 
group [2]. The entire UWB pulse radar sensor was 
implemented by co-integrating the radar microchip above and 
two novel planar differential antennas (transmitting and 
receiving) designed and realized on FR4 substrate. This paper 
addresses the design, simulation and experimental 
characterization of the novel UWB antenna, which was not 
reported in our previous publications focused exclusively on 
the SoC implementation of the radar microchip [2], and on the 
functional and field operational tests for respiratory rate 
detections [3], whose results will be not repeated here. 

The paper is organized as follows. Section II reports the 
description of the novel antenna design. Section III, reports 
the results of simulations and measurements. Finally, in 
Section IV, the conclusions are drawn. 

II.  ANTENNA DESIGN 
The interest in UWB applications has stimulated a 

considerable number of UWB antenna designs [4, 5]). As for 
complete systems, recently a SoC UWB pulse radar for 
respiratory rate monitoring was successfully implemented in 
90 nm CMOS technology and tested experimentally [2]. The 
radar test-chip is packaged into a QFN32 package of size 5×5 
mm2. The receiver input and transmitter output of the SoC 
UWB pulse radar were designed on the two opposite sides of 
the silicon die in order to allow a straightforward connection 
of input and output pins to the two planar antennas realized on 
the same board of the radar sensor, as shown in Fig. 1. The 
board containing two UWB antennas, one for the transmitter 
and one for the receiver, was designed in a low-cost FR4 
substrate (εR=4.4, dielectric thickness equal to 1.6 mm, copper 
thickness of 35 μm, and loss tangent equal to 0.02). The 
antenna was simulated and optimized by means of Momentum 
by Agilent Technologies®. A differential topology has been 
adopted in accordance with the fully differential topology of 
receiver and transmitter of the SoC UWB radar [6, 7]. Each 
lobe of the antenna consists of a semicircle (radiating part) 
and a triangle which provide a smooth transition towards the 
microchip pins. The antenna terminals (inp and inm in Fig. 1) 
are designed in order to realize the appropriate feeding from 
the transmitter and to the receiver of the radar microchip pins. 
Overall, this approach allows a compact design of both the 
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Fig. 1. Board floor-plan for the radar sensor. Two antennas (one for the 
transmitter and one for the receiver) were designed on two opposite sides of 
the board in order to facilitate the connection to the transmitter output and 
receiver input of the SoC UWB radar packaged in QFN32. 

 

 
 
Fig. 3. Photograph of the board of the UWB radar sensor. The transmitter 
antenna on left and the receiver antenna on right. 

 
transmitter and receiver antennas on the same board of the 
radar sensor. The distance d between the two sides of the 
antenna is equal to 1 mm. The diameter D is equal to 3 cm in 
order to resonate at the frequency of interest (i.e. about 3 
GHz). The angle α is equal to 45 degrees. 

The above design can’t verified experimentally, since the 
antenna feeds have been designed in order to be connected to 
the radar test chip input and output pins, as shown in Fig. 3. 
Thereby, the design of a stand-alone version has been derived 
from the above design in order to verify the performance by 
means of the relevant direct experimental tests. The layout of 
the stand-alone antenna is shown in Fig. 2. Note that in the 
stand-alone antenna, two microstrip feeding lines were added 
in order to allow the connection of the antenna to a Vector 
Network Analyzer (VNA) by means of 2.92 mm connectors. 
The width of the microstrip line feeding paths (WP) is equal to 
3 mm in order to exibit a 50 Ω characteristic impedance. The 
distance din between the two inputs of the antenna is equal to 1 
cm to allow the placement of two adjacent connectors, as 
shown in Fig. 2. The characteristic sizes of the UWB antenna 
are reported in Table I, which are the same for both the radar 
sensor and stand-alone designs. In order to make explicit the 
link to the complete system, the letter also reports the 
simulation results of the on-board design. 

                    
Fig. 2. Layout of the stand-alone UWB antenna. The top copper layer is 
indicated in light grey. The bottom copper layer is indicated in dark grey. 

 

 
Fig. 4.  Photograph of the stand-alone UWB antenna. 

III. ANTENNA PERFORMANCES 
Both the board of the radar sensor with the two planar  

differential UWB antennas and the stand-alone antenna were 
realized on FR4 substrate, as shown in Figs. 3 and 4, 
respectively. The simulated performances of the UWB 
antennas implemented on the radar board of Fig. 3 are 
reported in Section III-A. The measured and simulated 
performances of the stand-alone UWB antenna are reported in 
Section III-B. 

A. Antenna on the Board of the Radar Sensor 
Simulated S11 parameter vs. frequency of the antenna on the 

board of the radar sensor (see Figs. 1 and 3) is shown in Fig. 
5. |S11| is lower than -10 dB in the band of interest from 2.8 to 
6.4 GHz. The interest in the lower region of the UWB 
frequency spectrum is motivated by considering that the 
energy of the electromagnetic pulses generated by the 
transmitter is essentially distributed below 5 GHz [6]. Figure 5 
reports also the simulation results for the voltage wave 
standing ratio (VSWR), which is lower than two over the band 
from 2.8 to 6.5 GHz. The simulated antenna patterns for xz 
and yz planes, at 3, 4 and 5 GHz are shown in Fig. 6. The 
plots show also a good coplanar isolation. 
 

TABLE I: ANTENNA SIZING 

D 
[cm] 

α 
[deg] 

d 
[mm] 

Wp 

[mm] 
din 

[cm] 
WGND 
[cm] 

LGND 
[cm] 

L 
[cm] 

3 45 1 3 1 7.1 2.3 7.9 
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B. Stand-alone Antenna 
The S11 parameter was measured by means of the 20 GHz 

VNA E5071C by Agilent Technologies®. The differential 
input of the antenna has been connected to the single ended 
input of the VNA by means of a wideband 1-12.4 GHz balun 
by Krytar®. The gain patterns were measured in an anechoic 
chamber by means of a linearly polarized UWB standard gain 
horn antenna and an automated positioning system with full 
rotation angle capability. The setup is shown in Fig. 7. The S11 
parameter and VSWR resulting from simulations and 
measurements are shown in Fig. 8. |S11| is lower than -10 dB 
in the frequency band from about 3 to 5 GHz. Simulated and 
measured antenna patterns for xz and yz planes, at 3, 4 and 5 
GHz, are shown in Fig. 9. The gain is equal to about 2.4 dBi 
at 4 GHz for theta equal to 0 degrees. 

 

 
Fig. 5.  Simulated S11 and VSWR vs. frequency of the antenna on the board of 
the radar sensor. 

  
                     a)                                                           b) 
Fig. 7.  Measurement setup for the experimental characterization of the stand-
alone antenna in anechoic chamber. (a) Linearly polarized UWB standard gain 
horn antenna. (b) Antenna under test on a rotating polystyrene arm. Ferrite 
chokes were applied on the cables and balun in order to mitigate unwanted 
interferences. 

 
Fig. 8.  Measured and simulated S11 and VSWR vs. frequency of the stand-
alone antenna. 

a) f = 3 GHz (xz plane) b)  f = 4 GHz (xz plane) c)  f = 5 GHz (xz plane) 

d) f = 3 GHz (yz plane) e)  f = 4 GHz (yz plane) f)  f = 5 GHz (yz plane) 
 

Fig. 6. Simulated gain patterns for three different frequencies (3, 4, and 5 GHz), on xz and yz planes of the antenna on the board of the radar sensor.
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a) f = 3 GHz (xz plane) b)  f = 4 GHz (xz plane) c)  f = 5 GHz (xz plane) 

d) f = 3 GHz (yz plane) e)  f = 4 GHz (yz plane) f)  f = 5 GHz (yz plane) 
 

Fig. 9. Simulated and measured gain patterns for three different frequencies (3, 4, 5 GHz), on xz and yz planes of the stand-alone antenna. 
 

The SoC radar microchip [2] was attached to the board of 
the UWB pulse radar sensor with the two antennas (see Fig. 
3). Field operational tests carried out in [3] demonstrated that 
the UWB radar sensor detects correctly sub-centimeter 
movements of targets (13×13, 13×26 and 26×26 cm) made of 
plasterboard covered by aluminum foil, as well as the 
movements of the chest due to the respiratory activity 
(including apneas) of the person under test, be they adults 
(both genders) or infants [3]. All the additional details about 
the field operational tests of the complete radar sensor can be 
found in [3]. The compliance of the transmitted pulse 
sequence with the FCC mask is also reported in [3]. The 
results of the field operational tests reported in [3] validated 
the effectiveness of the novel UWB planar differential antenna 
presented herein for the implementation of low-cost UWB 
pulse radars for short-range applications. 

IV. CONCLUSIONS 
A planar UWB differential antenna was designed on FR4 

substrate to be co-integrated with a SoC UWB pulse radar 
microchip for short-range applications, including contactless 
detection of respiratory rate and apneas in adults and infants. 
In particular, this letter describes in detail the computer-aided 
design and experimental validation of the antenna as a stand-
alone device. It is shown that the resulting UWB antenna is 
useful for operations in the frequency band from about 3 to 5 
GHz. Unlike other planar differential antenna designs, this 
antenna exhibits a novel topology in which the two sides 
develop in the same direction (i.e. parallel each other), 
enabling an effective co-integration with the radar microchip. 

The operation of radar sensor was demonstrated through 

extensive in-vitro functional and in-vivo field operation tests, 
including the contactless detection of respiratory rate in adults 
and infant volunteers, as reported in the cited reference. 

ACKNOWLEDGEMENTS 
The authors are grateful to Agilent Technologies and 

Microlease for their generous donations of hardware 
equipment and software computer-aided design tools in 
support of the research activities carried out at the Marconi 
Lab established and led by Prof. Domenico Zito. 

REFERENCES 
[1] “New Public Safety Applications and Broadband Internet Access 

Among Uses Envisioned by FCC Authorization of Ultra-Wideband 
Technology” FCC, Washington, DC, 2002 [Online]. Available: 
http://www.fcc.gov/Bureaus/Engineering_Technology/News_Releases/2
002/nret0203.html 

[2] D. Zito, D. Pepe, M. Mincica, F. Zito, “A 90nm CMOS SoC UWB pulse 
radar for respiratory rate monitoring”, IEEE ISSCC Dig. Tech. Papers, 
pp. 41-42, Feb. 2011. 

[3] D. Zito, D. Pepe, M. Mincica, F. Zito, A. Tognetti, D. De Rossi, “SoC 
CMOS UWB Pulse Radar Sensor for Contactless Respiratory Rate 
Monitoring”, IEEE Trans. on Biomedical Circuits and Systems, Special 
Issue on ISSCC 2011, vol. 5, is. 6, pp. 503−510, Dec 2011. 

[4] N. Telzhensky, Y. Leviatan, “Planar Differential Elliptical UWB 
Antenna Optimization”, IEEE Transactions on Antennas and 
Propagation, vol. 54, Is. 11, pp. 3400-3406, Nov. 2006. 

[5] H. Nazlı, E. Bıçak, B. Türetken, M. Sezgin, “An Improved Design of 
Planar Elliptical Dipole Antenna for UWB Applications”, IEEE 
Antennas and Wireless Propagation Letters, vol. 9, pp.264-267, 2010. 

[6] F. Zito, D. Pepe, and D. Zito, “UWB CMOS monocycle pulse 
generator”, IEEE Trans. on Circuits and Systems I: Regular Papers, vol. 
57, is. 10, pp. 2654−2664, Oct. 2010. 

[7] D. Pepe, and D. Zito, “22.7dB gain -19.7dBm iCP1dB UWB CMOS 
LNA”, IEEE Trans. on Circuits and Systems II: Express Briefs, vol. 56, 
is. 9, pp.689-693, Sept. 2009. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /ComicSansMS
    /ComicSansMS-Bold
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FranklinGothic-Medium
    /FranklinGothic-MediumItalic
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /Impact
    /Kartika
    /Latha
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaConsole
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSansUnicode
    /Mangal-Regular
    /MicrosoftSansSerif
    /MonotypeCorsiva
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MVBoli
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Raavi
    /Shruti
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Recommended"  settings for PDF Specification 4.01)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


