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Abstract— An in-depth survey of wearable antennas for off-
body radio links in the VHF and UHF frequency bands (below 1 
GHz) is presented. The review encompasses distinctive 
specifications, design criteria and challenges, material 
characterization procedures, antenna topologies and 
technologies, multi-antenna systems, dedicated testing 
procedures, applications and future trends. 
 

Index Terms—Wearable antennas, body-worn antennas, textile 
antennas, embroidered antennas, VHF antennas, UHF antennas, 
antennas for body-centric communications, antennas for body 
area networks, antennas for personal area networks, antennas 
for off-body wireless communications. 
 

I. INTRODUCTION 

here are several existing and forthcoming wireless 
applications that either require or can benefit from one or 

more antennas that are directly stitched on a piece of clothing 
or a  garment, or integrated into a personal accessory (such as 
shoes, glasses, buttons, helmets). These antennas are usually 
referred to as body-worn antennas, textile antennas, BAN 
(Body Area Network) antennas, antennas for body-centric 
communications, wearable antennas. The last term is the one 
that is going to be used in this paper, as it denotes any antenna 
that is small and light enough to be worn or carried on one’s 
body. 

In the last decades, hundreds of scientific papers on 
wearable antennas have been published in the open literature 
[1]-[8]. Therefore, for the sake of completeness and clarity, a 
valuable analysis of the state-of-the-art on wearable antennas 
should be limited to antennas for a specific application, a 
given frequency range, or a chosen antenna technology. In this 
context, the present review focuses on wearable antennas 
operating in the VHF band and part of the UHF frequency 
band (below 1 GHz). Choosing 1 GHz as an upper boundary 
for this review is highly relevant, as the operating frequency is 
usually the main parameter to discriminate among available 
antenna topologies, technologies and characterization 
techniques. Moreover, we limit our discussion on antennas for 
off-body radio links, also excluding antennas integrated into 
mobile terminals/cases and operating close to the body. 
Specifically, only wearable antennas that can be used 
separately from the radio unit are of interest here. 

VHF/UHF wearable antennas are mostly used in 
professional mobile radio communications for soldiers, 
emergency operators and law-enforcement personnel. VHF 

wearable antennas are applied for FM broadcasting reception 
[57]-[58] (87-108MHz), and reliable mobile communications 
for law-enforcement personnel [55]-[56] (at 30-80MHz), [59]-
[62] (around 150MHz). At the UHF lower band, wearable 
antennas have been designed for personal and professional 
mobile radio systems operating around 400MHz [63]-[78] (as 
for example the TETRA [70] and TETRAPOL systems 
[73][74]) and digital television (DTV) broadcasting reception 
(470-770 MHz) [81]-[88]. Helmet antennas for narrowband 
tactical satellite communications at around 300MHz [79] as 
well as antennas to be integrated into soldier/police armor 
vests [69]-[70] have also been designed. Wearable antennas 
for the user terminal of satellite-based search-and-rescue 
systems (Cospas-Sarsat system at 406MHz) have been 
proposed in [89]-[93]. At the UHF upper band, wearable 
antennas operating around 868MHz [94]-[95], [97]-[104], 
have been suggested for remote health monitoring systems, 
remote environmental parameters monitoring for rescue 
operators, security systems, portable short range radars for in-
situ hazard monitoring, as well as in RF energy harvesting 
systems [105]-[107]. Both printed and textile wearable 
antennas operating at the UHF RFID 840-960MHz band can 
be used for remote wireless identification and tracking of 
persons [108]-[141]. 

As far as VHF/UHF wearable antennas are concerned, 
many of their distinctive features are related to the fact that the 
corresponding free-space wavelength (with 30cm<<10m 
when 30MHz<f<1GHz) is larger than or at most comparable 
to the size of the human body sections the antenna can be 
attached to (torso, back, legs, arms, shoulders, head). These 
features impose some serious challenges to the wearable 
antenna designer, who is concerned with meeting two 
conflicting design requirements. On the one hand, he/she aims 
for maximum antenna performance in proximity of the human 
body. On the other hand, he/she must ensure that the wearable 
antenna can be invisibly and unobtrusively integrated into a 
garment, in order to ensure the wearer’s comfort. 

The present review paper has been organized as follows. 
Dedicated specifications, design criteria, materials and 
technologies for VHF/UHF wearable antennas are first 
summarized in Sect. II. Then, the topologies of wearable 
antennas operating in the VHF band, UHF lower band and 
UHF upper band are reviewed in Sect. III, Sect. IV and Sect. 
V, respectively. Special consideration has been given to 
antenna performance obtained by measurements on antenna 
prototypes, when the latter are worn on the human body or a 
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body phantom. Sect. VI is devoted to multi-antenna systems, 
which are designed with the aim of enlarging the antenna 
frequency bandwidth or spatial coverage, or to implement 
diversity schemes and beamforming architectures. Finally, 
concluding remarks and future trends are outlined in Sect. VII. 

II. DESIGN CRITERIA, MATERIALS AND TECHNOLOGIES FOR 

WEARABLE ANTENNAS  

The specific environment, in which wearable antennas 
operate, imposes explicit requirements and constraints that 
must be included in the antenna’s design criteria. This then 
impacts the choice of materials and technologies to implement 
the antenna. We now first outline all relevant criteria that must 
be taken into account when designing wearable antennas for 
operation in the VHF/UHF bands. We then discuss the 
selection and electrical characterization of suitable fabrication 
materials and construction technologies. 

A. Design considerations and criteria 

Wearable antennas must be unobtrusive, in the sense that 
they do not limit the movements of the person wearing the 
wireless device. For some applications (soldiers, law-
enforcement personnel), antennas also have to be rugged yet 
with a low visual signature. Furthermore, well-known 
mechanical requirements are lightweight, low profile, 
compactness, and flexibility (to make antenna conformable to 
the wearer’s body). It directly follows that the tolerable extent 
for an unobtrusive wearable antenna is of the order of a few 
tens of cm, which is comparable to  at 1GHz, and 
significantly less than  at VHF-band frequencies. In Fig. 1, 
the hypothetical physical size of an efficient radiator versus 
frequency is illustrated, to allow a direct comparison with the 
size of some body parts that can act as the antenna platform. 

 

 
 
Figure 1 - Hypothetical physical size of an efficient radiator versus 
frequency (30MHz<f<3GHz): antenna size=, /2 or /4; below 0.1 for 

electrically small antennas (is the free-space wavelength). As a 
reference, the average dimensions of body sections [9] are given in the 
same figure for an adult (1.75m tall and 85Kg weight): (a) 175cm: height, 
hand-to-hand distance with arms stretched-out; (b) 75cm: torso height, 
legs length; 40cm: torso/back width, upper arm length.  
 

At frequencies lower than 1GHz, the antenna wearer cannot 
be considered electrically large, and for high-efficiency 
antennas (where performance is preferred over miniaturization 

that results in electrically small inherently inefficient 
antennas) the antenna size will be comparable to body size. 
Then, from an electromagnetic point of view, the body itself, 
being in the reactive near-field region of the antenna, becomes 
an important element of the antenna and affects the antenna 
performance. Main effects are reduction of the realized gain 
due to impedance detuning, cross-polarization level growth, 
radiation pattern fragmentation, and antenna efficiency 
decrease related to the power coupling into the lossy human 
body. Therefore, the body presence should be considered from 
the beginning of the design process. This approach differs 
from what is usually done when designing wearable antennas 
operating at microwave and millimetre wave frequencies, 
where the effects of the person wearing the antenna can be 
compensated a posteriori, by measurements and fine tuning of 
an antenna originally designed for free-space operation 
conditions. The body effect is substantial for VHF antennas 
[62], since the wearer’s body is entirely inside the antenna 
reactive near-field region. Also, some radiation absorption 
resonances are located exactly in the VHF band [55]: 70-80 
MHz for whole-body SAR (Specific Absorption Rate), and 
around 300MHz for head SAR [10]. 

Due to the relatively large wavelength, clothing underneath 
or covering the antenna does not affect antenna performance 
(provided it is not wet, dirty, or electrically conductive) [88]. 
On the other hand, performance of wearable antennas 
integrated inside garments of firefighters and soldiers is also 
limited by a number of devices in proximity of the antenna 
(fire extinguisher, ammunition, hydration packs, etc.). 

The human body behaves as an inhomogeneous lossy 
antenna platform with a high dielectric permittivity. As a 
reference, the relative permittivity and the effective 
conductivity are shown in Fig. 2 for the muscle tissue [11], 
which is usually adopted as a human-tissue equivalent 
material in homogeneous phantoms and numerical models. 
The wavelength and penetration-depth into the muscle are also 
shown in the same figure. The high values of the relative 
permittivity of the human tissues (larger than 50) may only 
yield a small miniaturization effect with respect to the stand-
alone antenna [57], as, in the lower frequency range, the body 
occupies a small percentage volume of the antenna’s reactive 
near-field region. Power absorption into the human body can 
help to improve the antenna return loss and meet wideband 
requirements, but the antenna radiation efficiency degrades. 
Indeed, measured efficiencies for VHF wearable antennas can 
be as low as a few percent. Efficiency decrease likely (but not 
necessarily) leads to antenna gain reduction compared with the 
free-space conditions. Importantly, it is imperative that body-
worn antennas satisfy SAR limits [10],[12], to keep user RF-
exposure below a harmful rate. Specifically, according to 
ICNIRP’s guidelines in the 10MHz-10GHz frequency band, a 
whole-body average SAR of 0.08W/kg has been chosen as the 
restriction that provides adequate protection for public 
exposure. Moreover, the maximum 10g-averaged SAR in the 
head/trunk and limbs should not exceed 2W/Kg and 4W/Kg, 
respectively. 

In the VHF band, there is no room to implement a large 
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ground plane that decouples the antenna from the body, nor 
does the wearer’s body act as an effective reflector to reduce 
back radiation and increase antenna gain. In a few cases, 
depending on the distance between the antenna and the body 
surface, an increase of the radiated field (with respect to the 
free-standing antenna) has been noted in the backward 
direction (instead of in the broadside direction), showing that 
the human body is operating as a director element at certain 
frequencies [57][96]. 

 

 

 
 

Figure 2 - Relative permittivity, effective conductivity, wavelength and 
penetration depth for muscle tissue, in the VHF-UHF band (as a 
reference, a curve for free-space wavelength is also shown; note that the 
left and right scales differ by one-order magnitude). 

 
Conventional VHF antennas are bulky, and miniaturization 

techniques have been used to fit the antenna into clothing, life 
vests, and jackets (fractal geometries [59], meandering 
techniques [57]-[58], high permittivity ceramic materials, 
antenna loading with lumped components [62]). However, 
miniaturized antennas have low efficiency, and high 
permittivity dielectrics and magnetic materials increase 
antenna weight and cost. Wire antennas, strip antennas made 
of copper tape or embroidered wire antennas, all exhibit 
similar electrical performance in the VHF band. This is mainly 
due to the power absorption by the human body being the 
dominant loss mechanism [57], compared to the ohmic losses 
in the antenna conductive parts. To increase antenna 
efficiency, the size of the radiating elements has to be 
increased, hence requiring the development of flexible 

antennas that are made conformal to the body shape (dipole-
like antennas [57]-[58], vest antennas [55]-[56]). As long wire 
VHF antennas are usually installed along body arms/legs, 
radiation pattern shape, null directions in radiation pattern, and 
field polarization are mostly affected by the posture of the 
antenna wearer and antenna position on the body [57]-[58]. 

At UHF band, antenna layouts can include a ground plane 
to shield the antenna from the human body. However, since it 
cannot be electrically large at the lower frequencies, it is not 
so effective to increase antenna gain. Moreover, by excluding 
a metallic reflector, the antenna can be thinner and more 
flexible. In addition, performance degradation can be observed 
in multi-layer grounded textile antennas, due to mechanical 
deformation and moisture absorption of the textile material 
used as dielectric layer to isolate the antenna conductive parts 
from the ground plane. Body effects become less pronounced 
as the operating frequency increases, because the electrical 
distance between the antenna and the body can be increased 
while still satisfying low-profile requirements, and a smaller 
body volume is affected by RF energy absorption as 
penetration depth decreases. The latter aspects also alleviates 
SAR issues. 

For a selected on-body antenna location, postures and 
movements of the wearer harmfully affect both antenna 
radiation pattern and input impedance. The most critical case 
being when the antenna (or part of it) is mounted on the 
wearer’s arms. Person-to-person variation in antenna 
performance is usually weaker than variation due the wearer 
posture and movements, and the distance between the antenna 
and the body surface. Wearable antennas are usually designed 
to be broadband to compensate for all above casual variations. 

Several papers have been devoted to the analysis and design 
of VHF/UHF antennas integrated on helmets ([60]-[61], [79]-
[80], [104], [145]-[148], [155]-[156]), as any soldier, 
policeman, firefighter, as well as motorcycle riders and bikers, 
wear such a head protection. The main advantages of a helmet 
antenna are related to its “prime location”, represented by the 
body head. Indeed, due to the helmet natural shape, it is 
relatively easy to construct an antenna with a hemispherical 
pattern, or an azimuth-plane omnidirectional pattern with a 
deep null in the azimuth direction. Nonetheless, the surface 
available on a helmet for a low-profile and conformal antenna 
is rather limited, and sometimes such a surface has to be 
shared with other helmet-mounted devices, such as, for 
example, video cameras. Due to the limited and high-value of 
the room available on a helmet surface, 
wideband/multifunction helmet antennas are usually preferred 
with respect to narrowband helmet antennas. 

B. Materials and technologies 

In order for an antenna to be wearable, one must combine a 
suitable selection of materials, both for the conductive and 
non-conductive parts, with an adapted antenna topology. This 
combination implements optimal performance in proximity of 
the human body by means of an antenna component that is 
invisibly and unobtrusively integrated inside a garment as well 
as comfortable and non-hindering for the wearer. Adopting 
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textile fabrics as substrates [13]-[14] is then an obvious choice 
when one wants to integrate wearable antennas into garments. 
In 2000, Massey [38] was the first to propose fabric antennas 
that pair excellent radiation efficiency with maximum user 
comfort. As, for optimal performance, the antenna is a 
relatively large component, in particular in the VHF/UHF-
frequency range, special care should be taken that the antenna 
together with the supporting structure is sufficiently flexible, 
albeit not drapable to protect then antenna against stress, 
compression [39] and crumpling [40], and to ensure stable 
antenna characteristics. In addition, permanent deformation of 
the antenna and supporting structure after temporary 
compression should be avoided by limiting the compression 
set [15] (CS<40% as a rule of thumb) of the adopted materials. 
Moreover, the module should be breathable, such that no 
excessive moisture is being trapped by the antenna. Exposing 
the antenna module to different relative humidity conditions 
may also result in water droplets that are absorbed by the 
textile antenna materials. This process will alter the antenna 
characteristics. In 2010, it was established that, to ensure 
stable antenna performance in different environmental 
conditions, hydrophobic fabrics should be preferred, with a 
low moisture regain [16] (MR<3, as a rule of thumb).    

To implement the conductive parts, a number of wearable 
antenna fabrication technologies are available, some of which 
are shown in Figure 3. The simplest approach is to integrate, 
knit or embroider conducting wires, copper tape or conductive 
yarns into a piece of clothing [41]-[43], [45]. In 2004, Salonen 
et al. [33] assembled a dual-band antenna by mounting a U-
slot patch, created in copper tape, on a fleece fabric substrate. 
In 2006, Kellomaki [57] integrated dipole arms made of 1-cm-
wide copper foil tape inside a jacket to implement an FM-band 
antenna. Although conducting wires and copper tape are 
flexible, they are not breathable and they may affect the 
comfort of the person wearing the jacket. Therefore, they do 
not provide fully integrated textile antenna solutions. In 2005, 
Ouyang et al. [37] wove electrotextile microstrip antenna 
patches by combining conductive and non-conduductive 
yarns. These patches were simply taped onto a rigid Rogers 
HF board material. A more appropriate technique to realize 
full-fabric antennas consists of attaching e-textiles, which are 
typically copper or copper-nickel plated non-woven fabrics, to 
the textile substrate. In 2000, Massey [38] stitched the 
electrolessly copper-plated rip-stop nylon patch to the textile 
fabric substrate. Later, in 2008, it was found that a better 
connection and more flexibility can be obtained by making use 
of a thermally-activated thermal sheet [13],[45] to assemble 
the different layers. Quite recently, embroidered patch 
antennas [46] gained in popularity, thanks to the availability of 
low-cost automatic embroidery machines that operate with 
conductive yarns, These machines enable the study of 
different embroidery patterns for antenna and ground plane, 
which is very useful in the context of RFID tags [47]. Finally, 
additive techniques may be applied, such as screen or inkjet 
printing, to define antenna, reflector and ground-plane patterns 
on the garment [32],[49]-[51]. The first screen-printed textile 
antennas appeared in 2008 [48]. In addition, washable screen-
printed textile antennas for 2.45 GHz ISM band [32][51] and 
for UHF-RFID tags [34] were introduced in 2012. In 2013, it 
was demonstrated that textile antennas may be inkjet-printed, 

provided a screen-printed interface layer is first applied to 
reduce the surface roughness of the textile substrate [49][50]. 
A particularly interesting recent fabrication technique, first 
introduced in 2012 [53], consists of applying substrate 
waveguide technology to create cavities in textile substrate by 
means of rows of eyelets (Figure 4) or by embroidery. This 
technique leverages the design of wearable antennas with 
excellent isolation of the antenna radiation from the human 
body [52]-[54]. 

 

 
Electrotextile patch antenna 

 
Copper on polyimide patch 

 
Screen-printed patch antenna 

 
Copper foil patch antenna 

Figure 3 – Overview of some textile patch antenna implementations. Top 
left: electrotextile patch. Top right: patch etched in copper on a thin 
ultraflexible polyimide substrate. Bottom left: screen-printed textile patch 
antenna. Bottom right: copper-foil on textile substrate patch. 

 

 
Figure 4 – Textile antenna implemented in substrate integrated 
waveguide technology [53]. 

 
An important issue when designing antennas on off-the-

shelf textile fabrics is that the dielectric properties of the 
materials composing or surrounding the wearable antenna are 
not readily available. Therefore, dedicated characterization 
techniques are in order. The problem is complicated by the 
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fact the methods are needed to characterize permittivity and 
loss tangent of the non-conductive fabrics together with the 
sheet resistance or the conductivity of the conductive materials 
applied to fabricate the antenna. Although conductive and 
non-conductive parts may be characterized separately, their 
electric properties may differ when both are combined to 
fabricate the wearable antenna [20]. This is due to the 
fabrication (knitting, weaving) and assembling (additional 
glues or adhesive sheets) processes applied during 
construction. An accurate prediction of the wearable antenna 
performance might require simultaneous characterization of 
all relevant conductive and non-conductive materials by 
means of test structures that are fabricated in an identical way 
as the wearable antenna [17]. An additional complication, 
resulting from the conventional textile production process, 
such as knitting, weaving and embroidering, is formed by the 
typical inhomogeneity, anisotropy and instability (in terms of 
geometry and environmental conditions) of the fabric’s 
material properties [27][44]. A textile fabric may be described 
as a mixture of fibers, air and water molecules [17][18]. The 
characterization procedure and subsequent wearable antenna 
design process will have to cope with these effects. 
Resonance-based characterization techniques [19], such as 
cavity and cavity perturbation algorithms, provide accurate 
anisotropic plain material properties at one or a few discrete 
frequencies [21]. Non-resonant approaches, based on 
reflection and/or transmission along transmission lines, may 
yield the dielectric material properties over a wide frequency 
range, based on a test structure that closely resembles the 
actual wearable antenna structure [20][31]. Yet, they typically 
only characterize out-of-plane components, which are the 
most relevant ones when considering microstrip topologies 
and when neglecting fringing fields [28]. The wideband 
material properties found by non-resonant methods may be 
used as initial values in a second more accurate resonance-
based procedure, where narrowband patch antennas are 
constructed that resonate close to the frequency band of 
interest [17], [22]. These structures also enable to accurately 
quantify the effects of relative humidity or moisture 
[16],[19],[26],[35], of compression or strain [29], and of 
repeated washing cycles on the material properties [32]-[34], 
[36].  

Concerning the material properties of electrotextiles, it is 
important to note that, due to surface roughness of the fabric, 
the sheet resistivity at VHF/UHF is significantly higher than at 
DC [23],[32].  Similar to non-conductive fabrics, the knitting 
or weave pattern will result in different conductivities with 
respect to the constituent yarns [24][30]. Again, the 
characterization process may be performed by means of a 
resonant cavity [24] as well as by non-resonant microstrip 
transmission lines [23][25][29] and antennas [17] techniques. 
Special attention must be devoted to a dedicated deembedding 
procedure that isolates the electrotextile’s conductivity from 
all other effects. Multiple washing cycles might gradually 
decrease the conductivity of the wearable antenna’s 
conductive parts. This may be avoided by encapsulating the 
antenna by a breathable thermoplastic polyurethane (TPU) 
coating [32]-[34],[36],[51]. Note that this coating will affect 
the material properties of the wearable antennas. 

III. VHF BAND WEARABLE ANTENNAS 

In the VHF band, wideband wearable antennas exhibit large 
physical dimensions that are comparable to the average body 
size, and they unavoidably are electrically small antennas at 
the lower frequencies (Fig. 1). Typical layouts include double-
loop antennas [55]-[56], dipole-like antennas [57]-[58] (e.g. 
bow-tie antennas, folded dipoles, meandered dipoles), normal 
mode helices (Fig. 5). Indeed, a simple layout, without the 
need for a multi-layer structure, and ease of fabrication are 
actually a must when designing physically large antennas that 
are also required to be suitable for integration into clothing 
and garments, and robust with respect to wearer movements 
and harsh environments. Usually, VHF wearable antennas are 
required to have a dominant vertical polarization and an 
omnidirectional coverage in the horizontal plane, regardless of 
the arms positions. 

In VHF portable radios, conventional whip antennas 
mounted on the mobile unit appear as a protruding device 
outside the human profile, which can limit the wearer’s 
movements and tangle in low-hanging objects. In addition, 
whip antennas are not suitable for covert operations, and the 
soldier carrying the antenna is an easily detectable target in 
battlefield scenarios. Above limitations can be removed by 
replacing the whip antenna by a helmet-integrated antenna or a 
flexible antenna integrated inside the clothing in the form of a 
strip vest or jacket. A vest antenna operating in the 30-80MHz 
VHF-LB band has been designed, realized and characterized 
in [55]. It is a flexible double-loop antenna, where one of the 
two loops acts as a parasitic element. The conductive stripes 
are integrated with a non-conducting textile that provides 
mechanical strength and prevents tearing. The antenna is 40cm 
wide, 20cm thick and its height is approximately 70cm, to 
match the average size of an adult torso. A whole-body 
numerical phantom has been used to show the increased safety 
level of the flexible antenna with respect to a conventional 
whip antenna, in terms of both SAR and magnetic near-field. 
However, the measured gain of the vest antenna is about 5 to 
10 dB lower than a standard whip antenna. An antenna gain 
drop at around 70-80MHz has been verified through numerical 
simulations, as expected due to the well-known body 
absorption resonance phenomenon at those frequencies [10]. 
In [56], a flexible double-loop antenna for the Single Channel 
Ground and Airborne Radio System (SINCGARS, 30-88MHz 
band) has been realized to show the effectiveness of the 
narrow woven technology in the development of textile-based 
wearable electronics. The loops are made of a radiating 
conductor, which consists of four 0.25in-wide parallel 
conductive stripes made from tinsel warp yarns and separated 
by 0.125in-wide insulators of nylon filament yarns. 

As far as FM receivers (87-108 MHz) are concerned, large 
flexible wearable antennas have been suggested as an 
alternative to tunable small internal antennas. An extensive 
experimental analysis of the effects of the posture and 
personal traits of the wearer has been performed in [57], by 
considering four different dipole-like antennas: a thin half-
wavelength dipole, a wide four-finger half-wavelength dipole 
(Fig. 5a), a meandered dipole, and a normal mode helix (Fig. 
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5b). The antennas have been designed to be printed on the 
inside of a coat and located along the human arms, with the 
helix wrapped around one user's arm. Conductive parts are 
made out of a 1cm-wide copper foil tape, and then attached on 
a 8mm-thick fleece fabric. Each arm of the 10cm-wide half-
wavelength dipole is made of four parallel 1cm-wide copper 
tapes. The shortest antenna is the meandered dipole, which is 
80cm long and 23cm wide at most. The straight dipole 
antennas are both 116cm long, while the helix is about 25cm 
long and includes a 58-cm long linear counterpoise. It has 
been found that the human body proximity yields a 15-25% 
antenna length reduction compared to the free-standing 
antenna, depending on the size of the wearer (larger reductions 
have been noticed for bigger wearers, because of an increase 
of the body effective dielectric constant). The antenna’s 
performance has been measured by using a local broadcast 
station as a transmitter (horizontally polarized incident field). 
To simulate real listening conditions, the volunteers walked, 
crouched and waved their arms while turning around; 
meanwhile, the maximum and minimum gains were recorded. 
The measurements were performed on different persons. 
However, only slight effects of the wearer physical traits have 
been noted. The measured maximum gains of the worn 
antennas are in the range of -13 to -15 dBi. It has been 
estimated that body losses cause a 3 to 6dB gain reduction (up 
to 10dB with wearer’s arms hanging down). Null filling in the 
azimuth radiation pattern was associated to wave diffraction 
phenomena at the wearer fingertips. Indeed, the human body 
acts as an antenna platform with finite size and relatively high 
permittivity. Embroidered versions of wideband folded-
dipoles, multi-finger dipoles and bow-tie antennas, all for FM 
reception, have been studied in [58]. The largest impedance 
bandwidth has been obtained with a multiresonant antenna 
made of five folded dipoles connected in parallel (Fig. 5c). 
The body losses help to merge the distinct return loss 
resonance peaks of the stand-alone antenna, thereby resulting 
in a wideband antenna. The outer folded dipole is 144cm long 
and around 10cm wide. The dipole arms are embroidered on a 
polyester woven substrate, by using a metal composite 
embroidery yarn (MCEY) made of three strands of Ag-coated 
copper filaments and three strands of polyester yarns. 
Radiation properties of the five-folded dipole prototype have 
been measured with the antenna attached to a jacket and 
extending from the left forearm to the right forearm, passing 
over the volunteer’s shoulder. As expected, large variations in 
antenna gain, pattern and polarization have been noticed when 
changing the arms’ posture (arms out-stretched, stretched 
forward or straight down). The gain of the body-worn antenna 
is in the range of -7 to -16dBd, regardless of the arm 
movements. The maximum gain is achieved when wearer’s 
arms are outstretched.  

In [59], a flexible fractal antenna (third-order Minkowski 
fractal geometry) has been designed to operate at 136MHz 
(Land Mobile Radio systems), by using two different 
conductive materials, being copper tape and a conductive 
textile (ShieldIt Super Fabric from LessEMF Inc.). Since the 
antenna is quite large (around 45cmx60cm) it can only be 

accommodated on the body torso or back (Fig. 5d). A 
relatively small L-shaped metallic strip (sized as 11cmx18cm) 
is realized on the same layer as for the fractal radiator, which 
acts as a metallic counterpoise for antenna tuning. 

 
 

Figure 5 - Layouts of some VHF wearable antennas: a) wide four-finger 
half-wavelength dipole [57]; b) normal mode helix designed to be located 
along the human arms, with the helix wrapped around one user's arm 
[57]; c) multiresonant antenna made of five embroidered folded dipoles 
connected in parallel [58]; d) flexible third-order Minkowski fractal 
antenna [59]. As usual for wideband VHF band wearable antennas, 
topologies in this figure do not include a metallic reflector. 

 
Simulation results on VHF-band helmet integrated PIFAs 

(Planar Inverted-F antennas) and PILAs (Planar Inverted-L 
antennas) have been shown in [60]. The helmet metallic 
surface is used as the ground plane of the antenna, which 
occupies a strip all over the semi-circumference of the helmet 
(a 20cm diameter sphere has been assumed for the head 
model). Some parasitic elements and a dielectric spacer (with 
not uniform thickness) between the radiating element and the 
helmet metallic surface are used to enlarge the return loss 
bandwidth. Nonetheless, due to the low antenna thickness 
(only a few cm) the impedance bandwidth is smaller than that 
required for police and firefighter communications in Japan 
(146-156MHz). Another narrowband helmet antenna 
operating at around 150MHz was numerically studied in [61]. 
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The antenna design starts from a strip folded-dipole antenna, 
which is then curved and accommodated over a hemispherical 
surface (a dielectric helmet with a 12.5cm radius has been 
considered in the numerical analysis). 

As for the helmet, the human shoulders also represent 
another “prime location” for wearable antennas, as higher on-
body antenna locations improve radiation pattern performance. 
A shoulder-mountable tunable multi-turn loop was presented 
in [62], which was able to operate between 150 and 170MHz, 
with a tunable band of around 1.5 MHz (for a police personal 
radio communication set). Antenna size is 6.75cmx6.75cm, 
with a thickness of 1.75cm. The antenna includes a couple of 
tuning capacitors, and it is attached to a 11.25cmx16.25cm 
wide counterpoise, which is the smallest size that can be used 
before a noticeable gain reduction results from body 
absorption. When compared to a 15cm-long conventional 
helical whip antenna, the multi-loop antenna exhibits a 3.8dB 
average gain increase (in the azimuthal plane), at the expense 
of a narrower bandwidth. Based on extended measurement 
tests, the authors state that antenna tuning must necessarily be 
performed when the antenna is on the wearer’s body, due to a 
significant effect of the human body. Radiation patterns in the 
horizontal plane have been measured for both the multi-turn 
loop and whip antennas, for a set of on-body locations and 
wearer’s postures. It is worth noting that the antennas in [60]-
[62] are narrowband antennas with respect to those in [55]-
[59], as expected since they are electrically small antennas. 

IV. UHF LOWER BAND WEARABLE ANTENNAS 

For several applications in the UHF lower band, an antenna 
integrated into clothing represents a valid alternative to small 
low-efficiency antennas internal to the device/handset or bulky 
external protruding antennas. With respect to VHF band 
antennas, the higher frequency allows the implementation of 
slightly more complex multi-layer antennas (e.g. patches [64]-
[65], slotted and E-shaped PIFAs [71]-[75][77], meandered 
slots [76], printed slot/dipole antennas [78], dipoles on thick 
ceramic substrates [69] or high impedance surfaces [70]), in 
addition to simpler single-layer dipole-like antennas [63], 
[66]-[68] (Fig. 6). Wideband wearable antennas for DTV 
reception have been realized by resorting to wideband dipole-
like and slot-like layouts [81]-[88], while most of the solutions 
proposed for wearable narrowband miniaturized antennas at 
406 MHz are dipoles with spiral-shaped arms [89]-[90] or 
meandered dipoles [91]-[94]. 

A. Wearable antennas operating up to around 600 MHz, 
for personal and professional mobile radio systems 

In [63], a strip dipole antenna (67cm long and 7.9cm wide) 
operating in the 220-370 MHz frequency band was optimized 
to yield optimal performance (in terms of impedance matching 
and azimuth-plane pattern uniformity) when mounted on a 
human shoulder (one dipole arm is at the front side and the 
other arm is at the backside). The metallic geometry of the 
dipole arms (partitioned in squared surface pixels) has been 
optimized through a genetic algorithm, in presence of a 
numerical body phantom. A homogeneous dielectric phantom 

with muscle permittivity is used, with a 1cm gap between the 
metallic strip and the model surface. Different from 
conventional wearable UHF dipole-like antennas, the 
optimized antenna does not exhibit nulls in the horizontal-
plane pattern. Another antenna that can be worn as a strap 
over the shoulder has been suggested in [64]-[65]. It operates 
at the 380-390MHz band. The conformal multi-layer 
(grounded) low-profile antenna is made of two adjacent half-
wavelength long patches that are strongly coupled by a narrow 
slot (Fig. 6a). The patches are excited by a folded dipole 
centered on the top of the slot. Foam dielectric is used as a 
substrate and the conducting parts are made out of a copper 
tape. The total size of the unfolded antenna is 
790mmx50mmx5.6mm. Antenna folding around the shoulder 
determines two null-directions in the azimuth-plane radiation 
pattern (null directions are parallel to the body torso). 

In [66]-[67], a conformal asymmetric meandered flare 
dipole for communications at 300MHz has been realized on a 
flexible 0.1mm thick FR4 substrate (Fig. 6b), without metallic 
backing. Only one arm of the dipole is meandered, as the other 
one is used to accommodate a balun. The dipole length is 
close to 30cm, and its width is less than 4cm. Measurements 
were performed with the antenna mounted on the center of the 
torso area of a plastic mannequin filled with a human tissue 
equivalent liquid. The flare dipole exhibits a measured bore-
sight gain close to -15dBi at 300MHz, which can be increased 
by leaving some space between the antenna and the phantom 
shell. Indeed, a 5dB increase in simulated gain was noticed 
when moving the antenna from 0.25 to 1.25cm away from the 
body model. An embroidered version of the asymmetric 
meandered flare dipole in [67] (operating in the 500-600MHz 
band) has been realized by using highly flexible conductive 
fibers [68]. Silver-coated Zylon fibers have been used to 
embroider the dipole geometry onto a polyester fabric by 
using a digitally controlled embroidery machine. Double-layer 
embroidery was chosen to minimize physical discontinuities 
and achieve a high stitching density, thereby increasing the 
conductivity of the embroidered surface. A -5dBi peak gain 
was measured with the antenna worn on a human phantom 
torso. It has been shown that electrical performance of the 
embroidered flexible dipole is comparable with that of its 
printed counterpart, with also satisfactory mechanical 
properties. 

Some interesting wearable antenna solutions are those 
exploiting the thickness and material properties of some 
protective inserts that are included in typical armored vests for 
law-enforcement personnel and soldiers. In [69], a set of 
dipole antennas operating in the 225-450MHz band have been 
designed to fit on the hard ceramic reinforced (bulletproof) 
plates of the Improved Outer Tactical Vest (IOTV) body 
armor (Fig. 6c). Measured relative permittivity of the ceramic 
plates is larger than 10, thereby enabling antenna 
miniaturization. Asymmetric dipoles were chosen as they 
provide a wider impedance bandwidth compared to center-fed 
dipoles, by exciting another resonant mode adjacent to the 
fundamental mode. The dipole shape was optimized to exploit 
the maximum area of the armor ceramic tiles: 16cmx20cm 
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wide for the side plates, 23cmx31cm wide for the front/back 
plates. In [70], a high impedance surface (HIS) has been 
integrated into the multi-layer structure of an armor vest to 
improve return loss performance of wearable grounded dipole-
like antennas (where the metallic ground in added to limit 
wearer RF exposure and increase antenna efficiency). The 
design was carried out at the 400MHz TETRA frequency band 
(TETRA - TErrestrial Trunked Radio - is the personal 
communication system used in Europe for police and 
emergency services). The structure of the HIS is as follows: 
the frequency selective surface consists of an array of 15x15 
interwoven spiral elements (23mm is the side of the unit cell). 
The HIS is mounted on top of a 1cm armor coating made of a 
layer of Aramid fibers and a layer of interwoven metallic 
threads, which are used as the dielectric substrate and the 
ground plane of the HIS, respectively. To show the advantages 
of the HIS, a 28cmx6cm dipole was designed to operate on the 
HIS surface. Both the dipole and the frequency selective 
surface were printed on a thin Mylar layer, and are separated 
by a 1cm thick denim layer. 

A shoulder-mountable low-profile PIFA has been proposed 
in [71]-[72] to realize a narrowband antenna for police and fire 
service radios at 350MHz, to be used separately from the radio 
unit (Fig. 6d). Antenna size is 5cmx5cm, with 1cm thickness. 
The conducting element is printed on a 0.6mm thick dielectric 
layer, and an air gap separates it from the ground plane. 
Tuning is achieved with a capacitor between the feeding point 
and the coaxial connector. Moreover, a few slits on the 
conducting element help to lower the resonance frequency. A 
discussion is added to show how a ground plane, which is 5cm 
wide and almost 20cm long, can effectively reduce radiation 
performance degradation due to the leakage currents on the 
external surface of the cable’s outer conductor (the latter being 
a typical issue in low-frequency antennas with a small ground 
plane). Actually, in order to make the antenna conformal to 
the human shoulder, the flexible ground plane is made of two 
thin stainless plates (0.05mm thick and 7cm long) that are 
attached at two opposite sides of the shorted-patch ground 
plane. A prototype mounted on a human shoulder achieves 
a -5.5dBd gain, which is 3.5dB higher than the gain of a 
conventional 21cm-long whip antenna (azimuthal average 
gain is -8.1dBd). Measurements on a worn prototype 
demonstrated that the antenna input impedance is robust with 
respect to the body presence, while antenna gain can be 
optimized by controlling the distance of the antenna from the 
human shoulder and head. The shoulder-mounted PIFA 
antenna was used as a receive antenna during a measurement 
campaign in a real multipath propagation scenario (a route 
around 20m-high buildings) [72]. The average received power 
was 4-5 dB higher than that of a whip antenna carried in a 
chest pocket. It was noted that above result was in agreement 
with the difference between the measured average gains of the 
two antennas. 

A low-profile printed E-shaped PIFA (Fig. 6e) has been 
designed in [73] for the 380-400MHz band of the TETRAPOL 
system for undercover operations (TETRAPOL is a digital, 
purpose-built PMR- professional mobile radio - technology for 

mission-critical public safety users). The low-profile structure 
allows the antenna to remain unseen when covered by a layer 
of clothing (low visual signature) and to be more unobtrusive 
than a whip antenna. The antenna has been designed to cover a 
bandwidth larger than the nominal one, in order to remain still 
operational when covered by wet clothing, mud or snow, or 
when the body-antenna distance changes due to the body 
movements or to the unpredictable thickness and properties of 
the clothing under/above the antenna.  

 
Figure 6 - Layouts of some UHF lower band wearable antennas: a) 
grounded antenna made of two slot-coupled patches for over-the-
shoulder positioning [64]-[65]; b) conformal asymmetric meandered flare 
dipole [66]-[67]; c) asymmetric dipole realized on the ceramic tile of 
armored vests [69]; d) shoulder-mountable low-profile PIFA (the coaxial 
feed is not shown) [71]-[72]; e) wideband low-profile printed E-shaped 
PIFA [73]. 

 
Wideband features are achieved through two slightly 
asymmetric arms that introduce closely spaced resonances. 
Additionally, a resistor is connected at each radiating arm 
(between the metallic radiator and the ground plane) and a 
matching impedance network using SMD components is 
inserted at the antenna input. The radiating element is 
14cmx22cm large, and a 2cm-thick layer of Rohacell separates 
it by a 30cmx30cm ground plane. In spite of the losses 
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introduced by the two resistors, the E-shaped wearable 
antenna exhibits a measured gain of -12dBd, when it is 
mounted on the body lumbar region. 

A flexible version of the E-shaped PIFA in [73] has been 
realized by using a thin copper layer for the shorted patch 
(12cmx19cm wide) and a conductive non-woven fabric for the 
30cmx30cm ground plane [74]. The two conductive layers are 
separated by a 15mm-thick foam material commonly used in 
orthopedics, as it is flexible, exhibits low dielectric losses and 
does not absorb moisture. The authors noted that bending the 
flexible E-shaped PIFA can improve impedance matching 
with respect to its planar printed version. The flexible E-
shaped PIFA exhibits a reasonably omnidirectional pattern in 
the azimuthal plane, with an average gain of -12dBi, when 
mounted on the human body. 

In [75], a dual-resonance feature has been added to a 
modified PIFA layout to get a wide bandwidth around 
430MHz, with a reduced thickness with respect to a 
conventional layout. The shorted patch (15cmx13.7cm) is on a 
25cmx25cmx0.8cm substrate. Due to the large size of the 
antenna, textile material selection results from a trade-off 
between the flexibility and robustness requirements. Indeed, 
an adequate antenna rigidity is needed to limit the bending and 
crumpling deformations induced on large antennas by the 
wearer movements. Such a goal was obtained by using EVA 
(ethylene-vinyl acetate) foam as a substrate, and copper gauze 
to realize the antenna conducting parts. Copper gauze allows 
soldering and can be sewn on the EVA substrate with regular 
cotton thread. Around 1.5dB gain loss was measured when the 
antenna was attached to a cotton cloth and worn by a person 
(2D measurements were performed in an anechoic chamber). 

A printed meander line slot operating at 430MHz has been 
realized and tested in [76]. To realize a compact antenna, the 
slot line is terminated by a short circuit close to the feeding 
point (as in PIFA layouts). Moreover, the meandering 
produces a longer current resonant path within a reduced 
space. The antenna is fed by a coplanar waveguide (CPW) 
feeding line to achieve a single-layer implementation (with no 
ground plane). The overall size of the antenna prototype is 
11.5cmx7.5cm, and it has been realized on a 1.6mm thick FR4 
substrate. The antenna has been tuned and characterized 
without accounting for the body presence. However, to obtain 
a wearable version with a low antenna-body coupling, an EBG 
(Electromagnetic Bandgap) surface has been suggested, as an 
alternative to a ground plane or a reflector element. Indeed, 
the latter solutions are not effective for electrically small 
antennas. The authors noted that a miniaturization of the 
periodic cell is mandatory to implement an effective shield for 
an electrically small UHF-band wearable antenna (as it was 
also done to realize the frequency selective surface for the HIS 
in [70]). The PIFA in [77] has been realized on a 4mm-thick 
fleece to operate at around 400MHz. Bandwidth requirements 
are met by resorting to slots realized on both the radiating 
element (12cmx3.5cm) and the ground plane (25cmx8cm). A 
power-flow analysis has been reported to study the body-
coupling effect as a function of the patch position with respect 
to the slot in the ground plane. In [78], a set of linearly 

polarized and dual-polarized printed antennas have been 
designed and characterized when the antennas are mounted on 
the human body, for radio links at 434MHz. Among them, a 
printed loop with a 5cm diameter, a dual-polarized dipole/slot 
printed antenna (26cmx6cmx0.16cm) and its folded version 
(7cmx6cmx0.16cm). 

A circularly-polarized helmet antenna that covers the 243-
317MHz band of the Mobile User Objective System (MUOS) 
for narrowband tactical satellite communications, has been 
designed and tested in [79]. The semi-conical asymmetrical 
antenna is a two-turn two-arm Archimedes spiral antenna. The 
spiral is encapsulated into a 1.5cm thick nylon shell that fits 
over a standard Kevlar helmet. The purpose of the nylon 
surrounding the spirals is two-fold. It protects the antenna and 
holds the spiral in the proper shape. In addition, its high 
relative permittivity (around 4.3) increases the antenna 
electrical length. A helmet antenna experiences a little 
interference from the wearer’s body and equipment as body, 
head and shoulders help to reduce back radiation toward nadir 
direction. In [79], human head and shoulders increase the F/B 
ratio by 3dB, but the half-power beamwidth decreases from 
120 to 90 degrees. Also, the asymmetrical configuration (the 
spiral turn at the top of the helmet has a different pitch with 
respect to the lower spiral turn) helps to increase the F/B ratio 
(zenith-to-nadir ratio). If more space at the lower part of the 
helmet is available, a further F/B increase can be obtained by 
adding a reflector ring acting as the reflector element of Yagi-
Uda antennas. SAR levels and body effects on the antenna 
parameters have been analyzed using a numerical phantom 
model. 

A half-wavelength semi-circular loop antenna operating at 
449MHz has been proposed to be integrated onto the visor of a 
worker helmet [80]. The loop has been realized through a 
series of meanders, to fit the antenna onto the helmet visor. 
The antenna size is 7cmx3.6cm, and a thin copper ground 
plane is realized inside the helmet. 

It is worth noting that radiation pattern and polarization of a 
helmet antenna are quite stable with respect to body postures 
and movements, as the head is generally held upright (i.e. a 
more stable radio connectivity is guaranteed regardless of the 
wearer’s body movement and orientation). 

B. Wearable Antennas for DTV mobile receivers 

Wideband wearable antennas for digital television 
broadcasting (DTV) reception have been proposed as an 
alternative to small tunable antennas integrated into the 
portable electronic device (Fig. 7), by taking advantage of the 
larger room available on the body surface. In [81], a T-shaped 
slot antenna and a T-shaped planar monopole have been 
designed for DTV signal reception in the 470-770 MHz band 
(Fig. 7a).  The T-shaped planar monopole includes parasitic L-
shaped elements to improve return loss at the higher 
frequencies, and its overall size is 40cmx15cm. The T-shaped 
slot antenna with arrow head is etched on a metal surface 
whose size is 24cmx12.5cm wide. Starting from the T-shaped 
monopole in [81], an antenna with a larger bandwidth has 
been developed, to accommodate return loss variations due to 
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antenna curvature, user’s body presence, and deviations in 
textile substrate thickness and permittivity [82]. A prototype 
has been fabricated using felt and a conductive textile (Nora, 
from Shieldex Trading, Inc.). Despite the large size of the 
antenna, its impedance bandwidth does not change 
significantly when the antenna is crumpled, attached to the 
human chest or rolled around the arm. 

The flexible wearable antenna for DTV reception in [83] is 
a dipole antenna where each arm has a triangular shape, and 
the feeding port is at a point along two sides of the triangles 
that are parallel (Fig. 7b). The antenna is realized with a 
flexible conductive fabric attached to a rectangular common 
fabric. The overall size of the antenna is around 25cmx25cm. 
To allow a fast and simple antenna connection, a pair of snap 
buttons for dressmaking has been used. Snap buttons are 
attached to the conductive fabric by thread, and to a PCB 
board by soldering. Measured antenna gain is around a few dB 
below zero. The wideband characteristic of the prototyped 
antenna allows its use in a larger bandwidth (379 to 990 
MHz), such that it can be used for other wireless 
communication systems, being mobile phones at 800/900MHz 
and personal mobile radios at 422MHz. A DTV antenna made 
of a rectangular metallic plate with an L-shaped slit has been 
designed to be located in the wearer’s neck back (hood-type 
antenna) [84]. A prototype has been realized by using highly 
conductive fabric and it is 5.7cmx23cm large. The triple-loop 
antenna in [85] has been realized with a conductive fabric 
attached on a dielectric cloth. The three nested square-shaped 
loops have side size equal to 17.8cm, 12.1cm and 9.4cm, 
respectively. However, the antenna design needs 
improvements to meet return loss specifications when it is 
worn on the human body. A notched planar monopole 
(8cmx8.5cm wide) has been designed in [86], which is 
suitable to be mounted on the user’s head. Indeed, the 
monopole ground plane is a 3cm-wide curved metallic strip 
that looks like a headband to support the antenna structure. It 
is worth noting that the monopole is perpendicularly oriented 
with respect to the metallic strip and head surface.  

The dual-band flexible textile antenna in [87]-[88] covers 
the DTV band along with the frequency bands of a number of 
wireless communications standards: GSM850/900, UMTS-
LTE, WLAN 2.45/5.8GHz, WiMAX 3.5 GHz, Hiperlan 5.2 
GHz. The antenna is a square-shaped monopole fed by a 
microstrip line with a rectangular ground plane (Fig. 7c). 
Antenna size is around 11cmx24cm. The antenna is made of 
felt and Nora conductive textile. The monopole and the 
ground plane are attached on the opposite side of the felt layer. 
A satisfactory return loss performance is also guaranteed when 
the antenna is mounted at various positions on the human 
body, even when covered by a number of different garments 
or bent around the arm. However, it is worth noting that 
efficiency measurements in an anechoic chamber have shown 
that antenna efficiency decreases by up to 90% when the 
antenna is mounted on a phantom surface. The efficiency can 
be improved by interposing an additional felt layer between 
the antenna and the body surface. 
 

 
 
Figure 7 - Layouts of some wearable antennas for DTV receivers: a) T-
shaped slot antenna with arrow head (left side) and T-shaped planar 
monopole with a couple of parasitic L-shaped elements (right side) [81]; 
b) dipole antenna with triangular-shaped arms [83];  c) wideband square-
shaped monopole fed by a microstrip line with a rectangular ground 
plane [87]-[88]. 
 

C. Wearable antennas for Search and Rescue Systems 

In 2009, the frequency of operation of all Search and 
Rescue (SAR) beacons (e.g., Personal Locator Beacon, PLB, 
and Emergency Locator Transmitters, ELT) was fixed to 
406MHz [89]-[90]. In this context, wearable antennas can be 
useful to improve the efficiency and robustness to 
unintentional accidents of PLBs. A compact antenna has been 
obtained by using a right-hand circularly polarized (RHCP) 
crossed-dipole [89], whose arms are convoluted into spirals to 
reduce antenna size (the spiral is 73mm wide). The dipole is 
fed through a microstrip line that is electromagnetically 
coupled to the spirals. In a first prototype, a printed crossed-
dipole was fabricated on a thin dielectric substrate and then 
pasted on a felt substrate using non-conducting tape, while a 
copper sheet was used to realize the antenna ground plane. 
Later on [90], an embroidered textile version of the above CP 
antenna has been realized and used to test the antenna return 
loss under bending conditions, as well as in water proximity. 
More recently, a two-antenna system using two grounded 
folded meandered dipoles has been designed and tested in 
[91]. Both dipoles are 30cm long. The dipoles are mounted 
onto the floating elements of a commercial life jacket, in the 
front and neck sides, in order to radiate complimentary 
radiation patterns by switching between the two antennas 
during the transmission intervals. The ground plane is realized 
by a conducting foil attached to the opposite side of the 
floating element, at 9cm (around 1/8 of the free-space 
wavelength at 406MHz) away from the dipole, which 
corresponds to the thickness of the floating foam material. The 
ground plane shielding effect achieves a very stable antenna 



 
 

11

performance with respect to the wearer’s movements and 
water vicinity. A statistical analysis of return loss 
measurements has been introduced, for a meaningful 
characterization of the fluctuations induced by random 
wearer’s movements. The proposed antenna configuration 
exhibits stable performance from both the electrical and 
mechanical point of views. 

A radiator made of two orthogonal meander dipoles has 
been designed to provide a dual-band antenna for PLBs at 
406MHz and military communication systems for 
broadcasting at 850MHz, respectively [92]. The dipoles are 
made of copper tape, and different textile materials have been 
tested as antenna substrates (jeans, Policot, Polyester). Since 
above textile materials have similar electromagnetic 
parameters, comparable numerical results have been noted. 
Finally, two compact antennas integrated on an inflatable life 
jacket have been designed and tested in [93], for operation 
with a commercial COSPAS-SARSAT user terminal. A 
shorted-patch antenna (28.3cmx6.5cmx1.75cm) radiates at 
406MHz, while a meandered dipole (29.7cmx3.3cm wide) 
with a ground strap is designed to operate at 121.5MHz. 

V. UHF UPPER BAND WEARABLE ANTENNAS 

Generally speaking, at the UHF upper band frequencies 
(roughly, when free-space wavelength is between 30cm and 
50cm), the human body looks like a moderately (electrically) 
large platform, thereby allowing for the positioning of high-
efficiency antennas that include an effective ground plane 
whose size can be comparable or even larger than the free-
space wavelength. Nonetheless, compact antennas with a size 
of the order of a quarter-wavelength can also be used without 
sacrificing too much antenna efficiency. Most of the antennas 
described in the following subsections are for personal short-
range communications at around 800MHz [94]-[95], [97]- 
[103], and bodyworn transponders for identification, tracking 
and sensing at 860-960MHz [108]-[142]. 

A. Wearable antennas for the 868MHz ISM band and 
contiguous bands 

Wearable antennas for BAN radio links in the 868MHz ISM 
band and contiguous bands have been realized with either a 
single metallization layer [94]-[95], [104], or a multi-layer 
grounded structure [97]-[103] (Fig. 8). 

A log-periodic array of wire folded dipoles has been 
proposed in [94] to realize a wideband textile antenna 
operating at around 868MHz. The suggested “practical design 
approach” consists in designing a free-space antenna that is 
well matched over a bandwidth much larger than that required, 
so that the antenna can still operate when worn by the user. 
Since the array of folded half-wavelength dipoles exhibits 
endfire radiation, it is suitable to be located on the human 
upper arm or shoulder. An array of two folded dipoles has 
been made out of copper tape, and attached to the shoulder of 
a cotton shirt. During measurements, the antenna was draped 
over a balloon filled with salt water to mimic the human torso. 
Another balloon filled with salt water was positioned on top to 
mimic the human head. A 2.4 GHz embroidered version of the 

two-element array was also realized and tested. Short circuits 
in the dipole arms and a parasitic dipole (either folded or not) 
are suggested as antenna tuning options, as an alternative to 
folded dipoles with arms of different radius. Indeed, the latter 
approach, which is typical for wire folded dipoles, could be 
difficult to implement in an embroidered antenna. The dual-
band spiral-shaped monopole printed antenna in [95] operates 
in the SRD (Short Range Device)/868MHz and 2.4GHz ISM 
bands. A CPW feeding with a ground layer on the same level 
of the metallic rectangular spiral (single layer metallization) 
makes the antenna suitable for integration onto textile fabric. 
An antenna prototype on a 0.78mm thick FR4 substrate has 
dimensions of 4.1cmx3cm. Simulated input impedance does 
not change significantly when the body-antenna distance is 
larger than 3mm. The robustness of the antenna input 
impedance with respect to the body proximity is investigated 
through the numerical analysis of the amplitude and direction 
of the instantaneous Poynting vector evaluated on the antenna 
surface. Simulation results at 870MHz show that the body-
worn antenna radiation efficiency increases as the separation 
distance with the body decreases. To justify that unexpected 
behavior, the authors state that, at the lower band, the printed 
spiral-shaped monopole antenna behaves as an electrically 
small antenna, and then the radiation (or reflection) from the 
body may dominate over the radiation from the antenna itself, 
thereby determining a radiation efficiency increase [96]. 

By using high permittivity ceramic substrates, two compact 
narrowband antennas have been designed to operate at 
868MHz [97]: a coaxial-fed patch and a PIFA. The size of the 
circularly-polarized patch (single-feed square patch with 
truncated edges) is smaller than 3cm, and the substrate 
thickness is only 2mm (the relative permittivity of the ceramic 
substrate is 38). The size of the PIFA is smaller than 
3cmx2cm. The dielectric layer is 1.9mm thick and exhibits a 
relative permittivity equal to 10. For both antennas, the ground 
plane is only 1mm larger than the radiating element, to 
achieve an almost omnidirectional pattern. The conducting 
parts of the prototypes have been realized by using adhesive 
copper foil. Another miniaturized antenna for BANs at 
868MHz (a button-shaped PIFA) has been realized on a 
magneto-dielectric substrate, namely a barium-strontium 
hexaferrite disc [98]. The measured magnetic and dielectric 
relative permittivity  of the synthesized material are equal to 2 
and 12, respectively. The 19.15mmx17.65mm patch (4m 
thick silver film) is realized on a 5mm-thick circular disc of 
the magneto-dielectric material, which has a 33mm diameter 
(Fig. 8a). The circular shape of the substrate has been chosen 
to avoid sharp edges in the wearable antenna realization. To 
improve broadside radiation and reduce body effects, a 
shielding conductive fabric has been attached to the patch 
ground plane. 

A compact and flexible textile PIFA has been designed to 
operate at 860MHz, for integration onto a jacket sleeve [99]-
[100] (Fig. 8b). The antenna was designed to be used by 
emergency personnel for location monitoring and data 
transmission. An electromagnetic coupling between the patch 
and the microstrip feeding line avoids soldering. Threads 
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made of silver plated polyamide filament yarns have been 
used for the antenna conducting parts, while a thick padding 
has been used for the substrate. A shorting pin is located at the 
patch center and the maxima of the radiation patterns are in 
the plane parallel to the antenna, so resembling the 
characteristics of higher-order mode microstrip patch antennas 
suggested for on-body communications. The patch size is 
40mmx40mm, over a square ground plane with a side 10cm 
wide. A larger rectangular patch (146.5mmx126.5mm) was 
designed to operate at around 832MHz [101]. Patch and 
ground plane are made of a copper foil pasted on Bakhram 
textile substrate (measured relative dielectric permittivity 
equal to 2.03). 

In [102], a slot-coupled shorted patch antenna operating at 
the 902-928MHz band has been designed to be combined with 
flexible solar cells, to realize a compact wireless node for 
body-centric communications (Fig. 8c). The antenna substrate 
is a flexible polyurethane foam, while the feed substrate is 
constructed by assembling two aramid textile layers typically 
used as an outer layer in firefighter jackets. The conductive 
patch (6.2cmx8cm large) and the ground plane (12cmx12cm) 
are made of a copper coated nylon fabric (Flectron), while the 
feeding line is constructed by using copper foil. Antenna 
thickness is around 12mm. A maximum gain of 1.6dBi for the 
on-body antenna has been measured in an anechoic chamber. 

Although not appropriately related to off-body wearable 
communications, it is interesting to mention a patch with a U-
shaped slot that has been designed to be integrated between 
the textile layers of a mat, for detecting heartbeat signs of a 
patient during medical scans [103], at 868 MHz. The patch 
antenna (3.5cmx3.5cm) is printed on a 8mm thick Teflon layer 
(substrate size is 4.9cmx7.6cm). The patch was designed by 
assuming free-space operation. Experimental results showed 
that, in operating conditions, the resonance frequency of the 
patch deviates significantly from the design frequency of 
868MHz. This was an expected result since, when the patient 
lies on the mat, the antenna is at a distance of a few mm from 
the body surface and the patch radiates toward the body 
(namely, the patch ground plane does not work as a shield 
between the body and the radiating element). 

In [104], a dual-band CPW fed monopole whose shape is 
optimized through genetic algorithms has been proposed for 
soldier communications in the 750-870MHz and 1350-
2700MHz frequency bands. A prototype has been realized on 
a thin curved dielectric Kevlar substrate, with the final goal of 
integrating the antenna between the layers of a ballistic helmet 
comprised of aramid fabrics impregnated with 
polyvinylbutyral (PVB) modified phenolic resin. Conducting 
ink printing technology was investigated to realize the antenna 
metallic parts. 

A recent new application in which wearable antennas will 
play a key role is the harvesting or wireless transfer of RF 
power from a source to a body-centric device [105]-[106]. A 
textile antenna comfortably integrated in a garment can 
provide a large harvesting aperture, enabling the use of UHF 
frequencies that suffer from lower path loss compared to 
microwave frequencies. In [107], a wearable UHF rectenna is 

proposed operating in the frequency range 860–918 MHz. A 
maximum conversion of about 50% is obtained at 876 MHz, 
for an incident power density of 14 W/cm2. 

 

 
Figure 8 - Layouts of some UHF upper band wearable antennas: a) 
compact button-like PIFA on a magneto-dielectric substrate [98]; b) 
flexible PIFA made of textile materials [99]-[100]; c) textile slot-coupled 
shorted patch combined with flexible solar cells [102]. 
 

B. Wearable antennas for UHF-RFID transponders 

Radio Frequency Identification (RFID) technology at the 
UHF band is widely applied for the automatic remote 
identification through radio waves, in logistics, warehouse and 
supply-chain management, access control, etc. Labeling of 
textile products through UHF RFID tags has been applied for 
inventory management and anti-counterfeiting in fashion 
retails, as well as for garment and sheets traceability in 
industrial laundries. As an alternative to RFID tags embedded 
into or printed on clothing paper-labels, flexible textile tags 
can be directly integrated into either the textile label or the 
clothing fabric. In above applications, a short read range (up to 
a few tens of cm) is usually required and tag reading is 
performed when the clothing is not worn by a human. Then, 
main design concerns are about the tag lifecycle and its 
robustness to washing cycles, textile stretching and chemical 
agents. Longer read ranges are required when the RFID tags 
are used as low-cost wearable sensors for remote monitoring 
of vital signs and activities of a person, as well as for 
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imperceptible identification, monitoring and tracking of 
patients in hospitals, elderly at home, and workers in 
dangerous working areas. In those applications, tag 
performance degradation due to the antenna operation nearby 
the human body is also of extreme interest, and body effects 
(antenna detuning, tag mismatching losses and body power 
absorption) need to be mitigated. It is worth to mention that 
the RFID tag antenna input impedance has to be conjugate 
matched to the IC input impedance (different from 50Ω) to 
ensure an adequate power transfer to the tag microchip, which 
exhibits an ohmic-capacitive impedance. 

The 840-960MHz band includes most of frequency bands 
assigned to UHF RFID applications worldwide. Above all, it 
is worth mentioning that, thanks to the relatively high 
frequency, the tag dimensions (typically less than 15cm) easily 
match the maximum-size constraints for wearable antennas. 
Often, tags are so small and flexible that bending effects are 
negligible (see wristband tags, for example). Also, it has been 
verified that a separation of the tag antenna from the body 
surface larger than 1cm suffices to reduce detrimental body 
effects. In this context, several single-layer (with no ground 
plane) and multi-layer grounded antennas have been designed 
and tested, when they are mounted on the human body or on a 
body-phantom surface (by often adding system-level 
measurements to antenna characterization) [108]-[142]. Some 
of them are grounded printed antennas belonging to the class 
of the low-profile platform-tolerant tag antennas [109]-[121]. 
Indeed, in the UHF RFID band, an effective shielding ground 
plane can still be small enough to allow antenna positioning 
on the wearer’s torso/back or upper arm. For instance, in 
[109]-[113], a set of grounded printed antennas with one or 
two dielectric layers have been studied to realize RFID tags 
suitable for people identification in mass races and workplaces 
(in the sense that the tag must be suitable for integration on 
name-badges or runner number labels). A conventional half-
wavelength rectangular patch (74mmx165mmx4.8mm) 
realized with a conductive fabric on a flexible and lightweight 
foam dielectric was able to give a 5dBi gain, when the antenna 
prototype was mounted on a body phantom [109]. A more 
compact layout consists of a 3-arm folded dipole printed on a 
0.24mm thick dielectric layer and placed over a 2x2 array of 
grounded sub-wavelength rectangular patches [112]. The four 
patches are printed on a 1.82mm-thick high permittivity 
dielectric (εr=10), and the antenna size is 70mmx105mm (on-
phantom measured gain is 0.6dBi). To avoid using high 
permittivity dielectrics, a layout made of two slot-coupled 
shorted patches (namely, two quarter-wavelength patches 
separated by a gap and shorted to the ground at the opposite 
edges) that are excited by a meandered dipole has been 
proposed in [113]. The dipole is printed on a thin dielectric 
layer and placed on the patch top surface. The antenna overall 
size is 60mmx95mmx1mm, and the dielectric permittivity is 
3.2. A further simplification is obtained by exciting the slot-
coupled patches directly at the slot between the inner patch 
edges, so avoiding the need for the printed dipole [113] (Fig. 
9a). The antenna size is 60mmx100mmx0.76mm. For the last 
two antennas, the measured gain is close to 1.6dBi, when the 

antennas are mounted on an agar phantom. An antenna made 
of two slot-coupled shorted-patches as in [113] was also 
presented in [114]. The antenna is 40mmx116mm wide. The 
patch substrate is 0.4mm thick, and the antenna is placed on a 
1.4mm thick foam layer. It is worth noting that in [113] two 
additional thin slots are used for the antenna tuning. More 
recently [115], a wideband version of the antenna in [113]-
[114] has been obtained by introducing on the patch top 
surface a loop delimited by a 1mm-wide slot pattern (thereby 
increasing the number of geometrical parameters available for 
best antenna tuning on a wide frequency band). The antenna is 
32mmx137mm wide, and it is realized with a 1.57mm-thick 
Rogers RT5880 substrate (εr=2.2). Examples of quarter-
wavelength shorted patches can be found in [110],[116]. The 
shorted patch in [116] is made out of a copper foil attached 
onto a flexible and soft foam substrate (antenna thickness is 
equal to 3.2mm). The 30mmx79mm shorted patch is attached 
on a 200mmx200mm silver fabric sheet to further decrease the 
antenna-body coupling. In [117], a quarter-wavelength shorted 
patch excited through an H-shaped slot has been suggested as 
an antenna for a wearable tag to be used for tracking of human 
movements in indoor environments (Fig. 9b). Two different 
prototypes have been realized, whose overall size are 
69mmx90mm and 90mmx90mm. The Teflon substrate 
thickness is 4mm, and a thin adhesive PVC film has been used 
to isolate the antenna from the body. A miniaturized version of 
the antenna in [117] has been obtained by adding some 
additional slots onto the patch element [118]-[119]. The 
shorted patch size is 45mmx35mm and it was made out of an 
adhesive aluminum sheet. A 3mm-thick EPDM (Ethylene-
Propylene Diene Monomer) foam was used as a substrate 
(relative permittivity equal to 1.21). 

A meandered printed planar monopole (126mmx156mm) 
has been realized on a 3mm-thick grounded FR4 layer [120]. 
In the same paper, a smaller slot-version layout 
(30mmx120mm) has also been designed, on a 1.27mm-thick 
FR4 grounded layer. Thin tag antennas realized with either 
printed meandered dipoles [110] or multi-arm folded dipoles 
[109] have shown unacceptable performance when backed by 
an adjacent metallic shielding. In theory, a dipole backed by 
an  artificial magnetic conductor (AMC) could be used to 
realize thin wearable tag antennas. However, AMCs are 
usually complex multi-layer periodic structures, which can 
strongly limit flexibility and ruggedness of the final tag 
antenna. As an attempt to face with above limits, a flexible 
AMC realized by an inkjet-printed EBG surface on a metallic 
ground plane has been suggested in [121]. A 3x2 array of 
inkjet-printed split ring resonators is realized on a paper 
substrate (overall size is 120mmx90mm), and a 3mm-thick 
foam fills the gap between the EBG surface and the ground 
plane. Then, an inkjet-printed dipole antenna is located on the 
top of the EBG surface, at a distance of 3mm. 

Low-profile single-layer printed antennas including a 
specific material slab instead of a metallic ground plane can 
also be used, if antenna impedance is optimized by accounting 
for the body proximity and provided antenna gain reduction 
due the body power absorption can be tolerated. In [122], a 
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suspended metallic square patch with a nested H-shaped slot 
has been designed to guarantee the best matching performance 
when the suspended patch (with no ground plane) is isolated 
by the body surface through a 4mm-thick silicon layer with a 
relative permittivity of 11.9. The patch size is less than 60mm. 
In [123], a flexible magnetic composite (BaCo ferrite-silicone 
composite) has been proposed as a 1.3mm thick substrate of a 
T-matched meandered dipole, to realize a conformal and 
compact wristband tag (66mm long and 19.8mm wide). It is 
worth noting that in the latter case the RFID antenna design 
was performed at 480MHz. 

 
FIGURES TO BE ADDED 
 

Figure 9 - Layouts of some UHF-RFID wearable antennas: a) a grounded 
planar antenna made of two slot-coupled shorted-patches [113]; b) a 
quarter-wavelength shorted patch excited through an H-shaped slot 
[117]. 

 
As far as textile tags are concerned, embroidered T-matched 

dipoles and simple straight dipoles have been used to check 
the effect of different stitch and thread densities, as well as 
sewing patterns, on the read range of a free-standing tag [124]-
[126]. Prototyped straight dipoles and T-matched dipoles are 
170mm and 130mm long, respectively. It was verified that 
sewing pattern has to be chosen in such a way that the 
conductive threads are aligned with the direction of the current 
flow along the antenna, while higher thread density improves 
the tag performance slightly. A similar analysis for various 
free-standing embroidered tag antennas was also presented in 
[127]-[129]. Flexible tags based on a 120mmx9mm T-
matched dipole [127], a YJ kindergarten logo [128], and a 
130mmx37mm antenna by the shape of “RFID” alphabetic 
characters  [129], where realized by using twisted electro-
threads and characterized (in free-space) in terms of antenna 
return loss and tag read range pattern. In [130], several 
electro-textiles have been considered to realize the 
150mmx90m ground plane of a rectangular patch (the patch is 
made of copper on a 3.175mm thick Rogers RT/Duroid 
substrate). Read range performance for six embroidered 
ground planes, with different thread densities and sewing 
patterns (Shieldex electro-threads and cotton fabric have been 
used), and four LessEMF conductive fabrics (copper polyester 
taffeta fabric, argenmesh fabric, ripstop silver fabric, and 
stretch fabric), have been compared with those achievable by a 
conventional copper ground plane. Embroidered structures 
exhibit a larger bandwidth when compared to conductive 
fabrics, due to the lossy conductive threads. Also, it has been 
noted that the elastic structure of the stretch fabric determines 
a downshift of the patch resonance frequency. It is worth 
noting that complex antenna topologies developed for high-
performance printed circuit antennas are not suited to be 
realized with conductive textiles or embroidered metallic yarn, 
and simpler configurations are usually preferred.  

Experimental studies of the body proximity effect on the 
read range of embroidered T-matched folded dipoles can be 
found in [131]-[132]. In [131], the dipole size is 77mmx39mm 
and it was realized with a conductive silver thread on cotton 

fabric, under which Buckram fabric was used for supporting 
the stitching as well as to increase the distance from the body 
surface. The read range vs. direction around the wearer’s body 
has been measured in a shielded EMC chamber. In [133], 
measurements with a ring-ended dipole were performed for 
different separation distances of the tag from the body (Fleece 
fabric was used to fill the gap between the antenna and 
wearer’s body), and for a set of on-body antenna locations. 
The dipole was made of a copper tape on fabric and its size 
was only 7cmx2cm. Thanks to its small size, it can easily fit in 
shirt collars and cuffs. Read range pattern measurements for 
different on-body antenna locations have shown that the upper 
arm and wrist locations exhibit the largest read range and the 
best pattern omnidirectionality, respectively. 

The impact of moisture absorption and repeated washing 
cycles on the performance of an embroidered tag has been 
experimentally studied in [134], where a T-matched dipole has 
been used for the tag antenna. The dipole was made of a 
conductive thread (silver plated polyamide filaments, from 
Shieldex), whose mechanical strength allows for a standard 
embroidery fabrication on a cotton fabric. The IC was 
connected to the embroidered dipole using conductive epoxy. 
It has been verified that moisture absorption determines a 
temporary reduction of tag read range. Indeed, due to the 
water absorbed by the cotton, antenna efficiency reduces and 
antenna input impedance changes, and both of them determine 
a reduction of the antenna realized gain. On the other hand, 
washing operations determine permanent performance 
reduction, which accumulates over the washing repetitions. 
The rapid read range reduction after each washing repetition 
and the permanent degradation have been attributed to the 
dissolution of conductive material from the antenna threads. 
Flexible and hydrophobic coatings of both antenna and IC can 
be realized by using thermoplastic polyurethane (TPU) or 
polydimethylsiloxane (PDMS) [135]-[136]. Indeed, PDMS 
polymer is a soft, hydrophobic, heat-resistant and flexible 
material. Polymer-ceramic composites have also been 
suggested, which could provide durability and miniaturization 
at the same time [137]. In [138], a Parylene layer has been 
tested as a waterproof coating for a dual-band (900MHz and 
2.4GHz) inkjet-printed 100mmx90mm wide monopole 
antenna on paper substrate.  

To avoid the critical electrical joint between the textile 
antenna and the IC, and to improve tag resistance to laundry 
cycles, a microchip including a small loop can be inductively 
coupled to a larger textile antenna, and then the two parts can 
be joined together through a lamination process using TPU as 
encapsulation material [139]. In [140]-[141], the chip is 
connected to a small loop (loop perimeter less than /10), and 
they are packaged together. Then, a wideband logarithmic 
meander line antenna made of ThN30 electro-thread is 
magnetically coupled to the loop. ThN30 is a multifilament 
conductive fiber composed by one hundred inox fibers coiled 
by a nonconductive duct. The log-periodic antenna was sewn 
on a 82mmx25mmx0.24mm piece of polyethylene. 

In the context of passive RFID-enabled sensors, the 
potentials of an embroidered T-matched dipole to implement a 
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strain sensor have been experimentally investigated in [142]. 
The 150mm long dipole is embroidered with an electro-thread, 
on a polyester-based stretchable fabric. 

VI. VHF/UHF WEARABLE MULTI-ANTENNA SYSTEMS 

In some applications, a single wearable antenna cannot 
provide the required multiband/wideband spectral coverage or 
omnidirectional spatial coverage, therefore multi-antenna 
arrangements have been proposed. Multi-antenna systems are 
mandatory when the antenna topology includes a reflector (to 
reduce SAR or increase antenna gain, or both) that limits the 
antenna angular coverage, whereas an omnidirectional pattern 
is required. Also, in the UHF band, the azimuth plane 
radiation pattern is significantly distorted by the body 
shadowing effect. Finally, multiple antenna systems for 
implementing reception diversity schemes and MIMO (multi-
input-multi-output) techniques in wearable personal 
communication systems can reduce the multipath fading 
effects induced by wave propagation in rich multipath 
scenarios and wearer’s random movements. 

A. Multi-antenna systems for wide spatial coverage 

Body shadowing and antenna elements acting as a 
reflector/shield can introduce low-radiation sectors in the 
antenna radiation pattern. If an omnidirectional pattern is 
required in the azimuthal plane, multiple antennas can be 
located around the body and their signals properly combined. 
Pattern diversity schemes, phased arrays, switched beam 
antennas are possible techniques to be implemented, yet 
accounting for the constraints on size, complexity and power 
consumption of the whole system architecture.  

In [66]-[67], two identical meandered flare dipoles (with no 
ground plane and operating at around 300MHz) have been 
positioned on the surface of a plastic mannequin, one on the 
back and the other on the chest, to implement beam switching 
for coverage improvement with respect to a single antenna. 
The dipoles are fed by a hybrid coupler. When they are fed 
out-of-phase, the azimuth-plane (H-plane) pattern exhibits two 
major lobes at the front and back regions. When they are fed 
in-phase, the pattern becomes more omnidirectional. In [69], a 
four-branch pattern diversity scheme has been compared 
through numerical simulations with a monopole whip antenna. 
The multi-antenna system comprises four asymmetric thick 
dipoles integrated on the front/back and left/right ceramic 
plates of an armor vest. An RF switch controlled by a 
microcontroller has been used to select the proper dipole. 
Selection combining diversity has been implemented. In [143], 
four different geometries of asymmetric dipoles have been 
integrated into a life vest to experimentally quantify the 
advantages of a selection diversity scheme in an indoor 
environment, at UHF band. The grounded meandered dipoles 
designed in [91] was intended for the use in a two-antenna 
scheme in which the transmitter can switch between them in 
order to cover most of the Cospas-Sarsat satellite constellation 
(Fig. 10). Indeed, the two antennas provide complementary 
radiation patterns so that Cospas-Sarsat requirements (satellite 
constellation coverage and EIRP profile) are fully satisfied. 

 

 
Figure 10 - Fig. 1 A commercial floating lifejacket: (a) front view, (b)-(c) 
two possible placements for the meandered dipole antennas developed in 
[91], to enlarge antenna coverage of the personal locator beacon for 
satellite-based search-and-rescue systems at 406MHz. 

 
 
In [144] two (grounded) spiral-mode microstrip antennas 

mounted on the front and rear parts of a military protective 
vest, respectively, have been used to achieve omnidirectional 
spatial coverage in the azimuthal plane, over a wide frequency 
band (225-1000GHz). The two elements of the array are fed 
in-phase and the diameters of the front-side and rear-side 
spiral antennas equal 30cm and 18cm, respectively. The 
thickness is less than 2cm for both antennas. The spiral-mode 
microstrip antenna radiates a circularly polarized field above 
300MHz, and a slanted linear polarization at the lower 
frequencies, with the slant angle changing with frequency. 
With respect to other vest antennas, the conformal vest 
antenna in [144] reduces the radiation hazard and improves 
antenna efficiency, since it includes a shielding ground plane. 

An adaptive cylindrical array of helmet-integrated antennas 
can be employed to implement an effective pattern diversity 
technique in the azimuthal plane. In [145]-[146], the array is 
made of four wideband, low-profile, grounded and conformal 
spiral-mode microstrip antennas, which have been mounted on 
the curved surface of a Kevlar helmet. A fifth spiral-mode 
microstrip antenna on top of the helmet improves overhead 
coverage in the vertical plane (in [146], the latter element has 
been substituted with a low-profile GPS antenna). The 
wideband helmet antennas have been realized by exploiting 
spiral-mode microstrip antenna and slow-wave antenna 
technologies [147]-[148]. In [147], the wideband travelling 
wave antenna integrated into a standard Kevlar helmet covers 
the 1350-2700MHz band, and exhibits a broad pattern in the 
vertical plane, with nulls in the zenith and ground directions. 
The antenna occupies a circumferential strip near the top of 
the helmet and is less than 1.25cm thick. In helmet antennas, 
the radiating elements are located very close to the human 
head, so radiation hazard is an extremely important issue. In 
[147], a conductive cloth lining on the helmet inner surface 
has been used to provide wearer’s protection to RF hazards. A 
similar configuration was designed to cover the 600-4000MHz 
band [148]. It is worth noting that the hard part of the helmet 
is usually made of strong plastic or Kevlar and the internal 
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part contains protective foam, and all above materials are 
transparent to EM waves. Moreover, when compared to vest 
and whip antennas, a helmet antenna is a more rugged 
antenna, as the helmet is a rigid and stable platform. 

A low-profile wideband (300-1000MHz) elliptical 
monopole realized on a 10.2cmx10.2cm ceramic substrate 
(anatase titanium dioxide, relative permittivity close to 100, 
thickness=3mm) was suggested in [149], to be used as a 
compact radiator for personal radios and short-range radars. 
The monopole size is around one tenth of the free-space 
wavelength at 300MHz. The measured gain of the free-
standing monopole is only -5dBi, due to the large 
miniaturization factor. The antenna is suitable for integration 
in a tactical vest or manpack/backpack. The small radiating 
element was used to realize an eight-element linear array 
(inter-element distance of 25cm) for a short-range portable 
radar. The array length is 175cm, which is approximately 
equal to the maximum distance between the right and left 
hands of an adult with arms stretched out. 

B. Multi-antenna systems for wideband coverage 

Reliable transmission of data, video and voice information, 
over an extremely wide bandwidth, is of great interest for 
modern wireless applications. A multi-antenna system can be 
a technique to implement an efficient wideband system, which 
meets most of the requirements for wearable antennas. 

The authors of [150]-[151] have designed, prototyped and 
tested, three different wearable flexible wideband antennas: a 
loaded dipole covering the 100-250MHz band, where lumped 
components are used to enlarge the impedance bandwidth; a 
bow-tie antenna and a circularly-polarized spiral antenna, both 
able to cover the upper band from 250MHz up to 500MHz. To 
facilitate measurements when the antenna is in proximity of 
the human body, the spiral was adhered to a thin sheet of 
acrylic which was deformed to make it approximately 
conformable to the torso. Measurements have been performed 
in a cylindrical near-field test facility. It was found that the 
distance of the antenna from the body is critical even at the 
lower frequencies. The spiral antenna positioned on the torso 
covers only one hemisphere. Another antenna on the back 
should be used to obtain on omnidirectional pattern in the 
azimuthal plane. Only one dipole along the leg suffices to 
meet azimuth omnidirectional coverage requirements at the 
lower band. A long dipole was designed to be installed from 
the top of the shoulder, down the back and along the leg to the 
ankle (“full-body” antenna). In [152], a large variety of 
materials and manufacturing techniques (conducting nylon 
sheets, copper coated fabric, weaving conducting thread, 
conducting ribbon, insulated wire, conducting paint, phosphor 
bronze mesh, screen printing conducting inks and spray 
conducting paints, liquid crystal polymer) have been 
compared by measuring antenna input impedance and gain, 
when the antennas in [150]-[151] were worn by a human. 
Some of the above tested materials cannot be soldered on. In 
that case, crimp-type connectors or conductive epoxy have 
been used. The authors concluded that the conducting nylon 

and the copper-coated fabric provided the best results, in terms 
of both manufacturing and RF performance. 

The COMbat Wear INtegration (COMWIN) antenna system 
has been developed for the man–portable implementation of 
the ultra-wideband Joint Tactical Radio System (JTRS), by 
researchers at the SPAWAR Systems Center, San Diego, CA, 
in association with the Naval Postgraduate School in 
Monterey, CA [153]-[158]. The COMWIN system consists of 
three antennas to guarantee a 2MHz-2000MHz frequency 
coverage: 1) a whole-body antenna in the form of flak jacket, 
pants and shoes, which is able to receive at any frequency 
from 2 to 30 MHz (a feed is located on the back of the flak 
jacket, with two arms that go down the sides of the soldier; the 
pants have metal stripes down the sides and the shoes have 
metal insoles to couple the signal to the ground); 2) a vest 
antenna covering the band from 30MHz to 500MHz; 3) a 
helmet-mounted antenna operating in the 500-2000MHz band. 
Each antenna is hidden by the soldier’s uniform, such that the 
radio operator is indistinguishable from any other soldier. The 
wideband helmet antenna in [155]-[156] is one of three 
antennas based on the antenna COMWIN concept. The helmet 
antenna consists of two radiating surfaces separated by a gap. 
The top and bottom radiating surfaces are of (approximately) 
equal surface area and are electrically connected at the front of 
the helmet by a conducting strip. The inner conductor of the 
feeding coaxial cable is soldered to the upper half of the 
antenna while the outer conductor (shield) is soldered to the 
lower half. The two radiating surfaces are made of thin 
polyester fabric interwoven with nickel/copper fibers. The 
antenna is then attached as a liner to the helmet’s camouflage 
cover. The antenna is vertically polarized with an almost 
omnidirectonal pattern in the azimuthal plane. It is conformal 
to the shape of a Kevlar ballistic helmet. A prototype of the 
helmet antenna with a gap of 0.5cm thickness covers a 500-
2000MHz instantaneous bandwidth. Another version of the 
helmet antenna, with the gap thickness that changes from a 
minimum of 0.5cm to a maximum of 8.5cm (at the top of the 
helmet), achieves a larger bandwidth (300-3000MHz). The 
COMWIN vest antenna [154], [157]-[158] can be considered 
as a horizontal slot realized into a conducting vertical cylinder 
of finite length, all around the wearer’s body. It was made out 
of Flectron, which is a mixture of copper interwoven with 
polyester to form a high conductivity fabric. The vest width is 
50cm, the depth is 20cm and the height is around 67cm. The 
vest antenna was integrated into a Kevlar flak jacket to get no 
visual signature. For both helmet and vest antennas, it has 
been verified that the number of lobes and the depth of the 
nulls, in the azimuth-plane radiation pattern, increase as the 
frequency increases. 

In [159], two arrays have been used to cover the complete 
frequency band from 50MHz to 2GHz. The first array includes 
four bow-tie antennas and operates in the 50-650MHz band. 
Each element is made of antipodal pairs of 22cm long tapered 
strips of Nickel/Silver metalized ripstop nylon fabric. The 
second array consists of six printed tapered slots. It is used to 
cover the 650-2000MHz frequency band. In each array, a 
uniform excitation was applied. Both arrays are connected to 
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the radio/receiver by means of a diplexer, without the need for 
switching the arrays. The antennas surround the wearer’s body 
in order to mitigate body shadowing effects and thereby 
achieve an omnidirectional pattern in the azimuth plane. The 
array configuration can also be used to implement a beam 
switching antenna. The implementation of effective phased 
arrays at the VHF and UHF bands is severely limited by small 
values of the electrical distance between elements that can be 
actually realized on a human body. 

VII. DISCUSSION AND FUTURE TRENDS 

The design of VHF/UHF antennas that are sufficiently 
lightweight, conformable and flexible to be worn by a user is a 
challenging issue, mainly in the lower frequency range. 
Although the relatively large amount of real estate available 
on the human body and the high dielectric permittivity of the 
human tissue can help to realize electrically large antennas, 
the human body losses severely reduce antenna efficiency. At 
VHF band, typical realized gain values for wearable antennas 
worn by a user are less than -10dBi, and most of the antennas 
are simple dipoles or loops. Indeed, effective reflectors and 
ground planes (being shielding surfaces that are large with 
respect to the free-space wavelength) are not applicable to 
antennas that may not obstruct body movements. When 
moving to the UHF lower band, antenna gain values larger 
than -5dBi can be obtained, with antennas whose size is of the 
order of a few tens of cm. An effective technique to increase 
the antenna efficiency consists of inserting a spacer between 
the antenna and the body surface. However, a large distance 
between antenna and body is in apparent contrast with the 
low-profile requirement for planar and conformable wearable 
antennas. Yet, it can be an acceptable solution whenever the 
antenna is integrated into specific garments, such as life 
jackets, armor vests, protective garments, etc., by exploiting 
the thickness and the electromagnetic characteristics of the 
materials they are made of. Finally, at the UHF upper band, 
antenna gains between 2 and 5dBi become typical values for 
body-worn antennas, as multi-layer grounded antennas can be 
implemented. Indeed, quarter-wavelength or half-wavelength 
sized antennas can be accommodated on different on-body 
positions, as their overall physical size can be lower than 
15cmx15cm (see the numerous antenna layouts for UHF RFID 
tags described in Sect. V.B).  

When high performance is required in terms of antenna gain 
and radiation patterns, multi-antenna systems can be used, in 
order to implement switched beam capabilities, diversity 
schemes or MIMO techniques. However, the advantages of a 
multi-antenna system must compensate for the complexity of 
the wired network required to connect all the antennas and 
combining/switching devices. 

The utilization of conductive fibers and fabrics for the 
integration of antennas into clothing and garments is 
particularly useful for wearable antennas at the VHF/UHF 
bands, as fully textile antennas help to realize antennas that 
can be physically large, yet flexible, comfortable to the user 
and unnoticeably embedded. Nonetheless, novel conductive 
fibers/textiles and suitable construction techniques should be 

made available, to allow the implementation of robust textile 
antennas with more complex topologies, which can help 
designers to achieve higher performance when the antenna is 
body worn. It is expected that, in the near future, textile 
antennas will represent most of the VHF/UHF wearable 
antennas. In this context, techniques for the electromagnetic 
characterization of textile materials and fibers are of prime 
interest. In addition, the long-term reliability of smart textiles, 
taking into account maintenance procedures such as washing 
and dry-cleaning, should be further improved. 

Well-known technologies such automatic tunable circuits 
and antenna reconfigurability (which are already widely 
applied in portable devices, such as mobile phones and digital 
radio/television receivers) could be implemented in a wearable 
antenna, to counter antenna detuning (reconfigurable wearable 
antennas) [160]. VHF/UHF wearable antenna 
reconfigurability is also of interest for the implementation of 
wideband off-body communication systems, such as software-
defined-radio systems, opportunistic communications systems, 
cognitive radio systems. An electronically reconfigurable 
system, along with multiple antennas in the field-of-view over 
much of the body, is a good candidate to adapt antenna 
performance to the environment variations induced by the 
wearer’s movements and random fluctuations in antenna-to-
body distance. 

Finally, conventional techniques for the characterization of 
antennas should be modified to account for the dependence of 
antenna performance parameters on a number of random 
phenomena: wearer’s body posture, wearer’s natural 
movements, distance between the antenna and the body 
surface, environmental conditions and mechanical 
deformations (mainly for textile antennas). Currently, those 
effects are usually taken into account by over-specification of 
the design requirements, which may result in uneconomical 
solutions. Further studies should be devoted to the 
development of a stochastic framework for the design and 
characterization of wearable antennas [161], which would 
allow the system designer to easily, yet accurately, estimate 
the performance of a wireless system for a given model of the 
user scenario. This new framework must be able to deal with 
variability in both the antenna performance and propagation 
environment. 

Textile antennas also offer great potential for new emerging 
applications, such as RF energy harvesting, wireless power 
transfer [105]-[107] and indoor localization. At VHF/UHF 
frequencies, the low path loss, combined with the large area a 
garment provides novel opportunities for wearable antennas to 
increase the efficiency and accuracy of such systems. 
Moreover, textile antennas may also serve as platforms to 
implement distributed exposimeters [162] that accurately 
monitor RF field levels the human body is exposed to. 

REFERENCES 
[1] M.R. Kamarudin, Y.I. Nechayev, and P.S. Hall, “Antennas for on-body 

communication systems”, 2005 IEEE International Workshop on 
Antenna Technology (IWAT), pp. 17–20, 7-9 March 2005. 

[2] Antennas And Propagation for Body-Centric Wireless 
Communications, Edited by P.S. Hall and Y. Hao, Artech House Inc., 



 
 

18

Norwood, MA, 2006 (Chapter 6: P. Salonen, Y. Rahmat-Samii, 
“Wearable antennas: advances in the design, characterization and 
application,” pp. 151-188; Chapter 8: W. Scanlon and N. Evans, 
“Antennas and propagation for telemedicine and healthcare: on-body 
systems,” pp. 211-239). 

[3] P.S. Hall, Y. Hao, V.I. Nechayev, A. Alomainy, C.C. Constantinou, C. 
Parini, M.R. Kamarudin, T.Z. Salim, D.T.M. Heel, R. Dubrovka, A.S. 
Owadall, W. Song, A.A. Serra, P. Nepa, M. Gallo and M. Bozzetti, 
“Antennas and Propagation for On-Body Communication Systems”, 
IEEE Antennas and Propagation Magazine, vol. 49 (3), pp. 41–58, 
2007. 

[4] N.H.M. Rais, P.J. Soh, F. Malek, S. Ahmad, N.B.M. Hashim, P.S. Hall, 
“A review of wearable antenna,” 2009 Loughborough Antennas and 
Propagation Conference (LAPC), pp. 225 – 228, 2009. 

[5] B. Gupta, S. Sankaralingam, S. Dhar, “Development of wearable and 
implantable antennas in the last decade: A review”, 2010 
Mediterranean Microwave Symposium, Guzelyurt, Turkey, pp. 251-
267, Aug. 2010. 

[6] P.S. Hall, Y. Hao, “Wearable Antennas for Body Area Networks,” in 
Microstrip and Printed Antennas: New Trends, Techniques and 
Applications, Edited by D. Guha and Y.M.M. Antar, Wiley, ch. 7, pp. 
183-210, 2010. 

[7] C. Robin, J.-M. Laheurte, R. D’Errico, A. Gati, D. Lautru, T. Alves, H. 
Terchoune, and F. Bouttout, “Antenna design and channel modeling in 
the BAN context – part I: antennas,” Annals of Telecommunications, 
vol. 66, n. 3-4, pp. 139-155, 2011. 

[8] P. Nepa and G. Manara, "Design and characterization of wearable 
antennas," International Conference on Electromagnetics in Advanced 
Applications (ICEAA), pp. 1168-1171, Turin, Italy, 2013. 

[9] C.D. Fryar, Q. Gu, C.L. Ogden, “Anthropometric reference data for 
children and adults: United States, 2007–2010,” National Center for 
Health Statistics, Vital Health Stat 11(252), 2012. 

[10] ICNIRP, “Guidelines for limiting exposure to time-varying electric, 
magnetic and electromagnetic fields (up to 300 GHz)”, 1998. 

[11] Dielectric properties for body tissues in the frequency range 10Hz-
100GHz, http://niremf.ifac.cnr.it/tissprop/. 

[12] C95.1-2005 - IEEE Standard for Safety Levels with Respect to Human 
Exposure to Radio Frequency Electromagnetic Fields, 3 kHz to 300 
GHz. 
 
TEXTILE MATERIALS AND TECHNOLOGIES FOR WEARABLE 

ANTENNAS 
 

[13] C. Hertleer, A. Tronquo, H. Rogier and L. Van Langenhove, “The Use 
of Textile Materials to Design Wearable Microstrip Patch Antennas,” 
Textile Research Journal, vol. 78, no. 8, pp. 651–658, Aug. 2008.  

[14] R. Salvado, C. Loss, R. Gonçalves, and P. Pinho, “Textile Materials for 
the Design of Wearable Antennas: A Survey”, Sensors, vol. 12, no. 11, 
pp. 15841–15857, 2012. 

[15] C. Hertleer, H. Rogier, L. Vallozzi, and L. Van Langenhove, “A Textile 
Antenna for Off-Body Communication Integrated into Protective 
Clothing for Firefighters”, IEEE Trans. on Antennas and Propagation, 
vol. 57, no. 4, pp. 919–925, Apr. 2009. 

[16] C. Hertleer, A. Van Laere, H. Rogier, and L. Van Langenhove, 
“Influence of relative humidity on textile antenna performance,” Tex. 
Res. Journal, vol. 2, pp. 177–183, 2010. 

[17] F. Declercq, I. Couckuyt, H. Rogier, and Tom Dhaene, “Environmental 
High Frequency Characterization of Fabrics based on a Novel 
Surrogate Modelling Antenna Technique”, IEEE Trans. on Antennas 
and Propagation, vol. 61, no. 10, pp. 5200–5213, Oct. 2013. 

[18] K. Bal and V. K. Kothari, “Permittivity of woven fabrics: a comparison 
of dielectric formulas for air-fiber mixture,” IEEE Trans. Dielect. Elect. 
Insul., vol. 17, no. 3, pp. 881–889, Jun. 2010. 

[19] J. Lilja and P. Salonen, “Textile material characterization for softwear 
antennas,” in Proc. 28th IEEE Conf. on Military Communications, 
Piscataway, NJ, USA, 2009, pp. 628–634. 

[20] F. Declercq, H. Rogier, and C. Hertleer, “Permittivity and loss tangent 
characterization for garment antennas based on a new matrix-pencil 
two-line method,” IEEE Trans. on Antennas and Propagation, vol. 56, 
no. 8, pp. 2548–2554, Aug. 2008. 

[21] L. F. Chen, C. K. Ong, C. P. Neo, V. V. Varadan, and V. K. Varadan, 
Microwave Electronics: Measurements and Materials 
Characterization, 1st ed., Chichester, West Sussex, U.K.: Wiley, 2004. 

[22] S. Sankaralingam and B. Gupta, “Determination of dielectric constant 
of fabric materials and their use as substrates for design and 
development of antennas for wearable applications,” IEEE Trans. 
Instrumentation and Measurements, vol. 59, no. 12, pp. 3122–3130, 
Dec. 2010. 

[23] R. Shaw, B. Long, D. Werner, and A. Gavrin, “The characterization of 
conductive textile materials intended for radio frequency applications,” 
IEEE Antennas and Propagation Magazine, vol. 49, no. 3, pp. 28–40, 
Jun. 2007. 

[24] O. Yuehui and W. Chappell, “High frequency properties of electro-
textiles for wearable antenna applications,” IEEE Trans. on Antennas 
and Propagation, vol. 56, no. 2, pp. 381–389, Feb. 2008. 

[25] J. Lilja, P. Salonen, and P. de Maagt, “Characterization of conductive 
textile materials for softwear antenna,” in Proc. IEEE Antennas and 
Propagation Society Int. Symp., pp. 1–4, June. 2009. 

[26] J. Lilja, P. Salonen, and P. de Maagt, “Environmental characterization 
of industrial fabric for softwear antenna,” in Proc. IEEE Antennas and 
Propagation Society Int. Symp., pp. 1–4, June. 2009. 

[27] K. Bal and V. K. Kothari, “Measurement of dielectric properties of 
textile materials and their applications,” Indian J. Fibre Text. Res., vol. 
34, pp. 191–199, Jun. 2009. 

[28] F. Bouttout, F. Benabdelaziz, A. Benghalia, D. Khedrouche, and T. 
Fortaki, “Uniaxially anisotropic effects on resonance of rectangular 
microstrip patch antenna,” IEE Electronics Letters, vol. 35, no. 4, pp. 
255–256, Feb. 1999. 

[29] I. Locher, M. Klemm, T. Kirstein, G. Tröster, “Design and 
Characterization of Purely Textile Patch Antennas”, IEEE Trans. Adv. 
Pack., vol. 29, pp. 777–788, 2006. 

[30] N. Liu, Y. Lu, S. Qiu, P. Li, “Electromagnetic Properties of Electro-
Textile for Wearable Antennas Applications”, Front. Electr. Electron. 
Eng. China, vol. 6, pp. 553–566, 2011. 

[31] H. Yue, K. L. Virga, and J. L. Prince, “Dielectric Constant and Loss 
Tangent Measurement Using a Stripline Fixture,” IEEE Trans. 
Components Packag. Manufacturing Technol., vol. 21, no. 4, pp. 441–
446, 1998. 

[32] M. L. Scarpello, I. Kazani, C. Hertleer, H. Rogier and D. Vande Ginste, 
“Stability and Efficiency of Screen-Printed Wearable and Washable 
Antennas”, IEEE Antennas and Wireless Propagation Letters, vol. 11, 
pp.  838–841, 2012. 

[33] P. Salonen, Y. Rahmat-Samii, H. Hurme, M. Kivikoski, “Dual-band 
wearable textile antenna,” 2004 IEEE Antennas and Propagation 
Society International Symposium, pp.463-466, Jun. 2004. 

[34] T. Kellomäki, J. Virkki, S. Merilampi, and L. Ukkonen, “Towards 
Washable Wearable Antennas: A Comparison of Coating Materials for 
Screen-Printed Textile-Based UHF RFID Tags,” International Journal 
of Antennas and Propagation, vol. 2012, Article ID 476570, 11 pages, 
2012. 

[35] J. Lilja, P. Salonen, T. Kaija, P. de Maagt, "Design and Manufacturing 
of Robust Textile Antennas for Harsh Environments," IEEE Trans. on 
Antennas and Propagation, vol.60, no.9, pp.4130,4140, Sept. 2012. 

[36] J. Virkki, T. Björninen, T. -Kellomäki, S. Merilampi, I. Shafiq, L. 
Ukkonen, L. Sydänheimo, and Y. C. Chan. “Reliability of washable 
wearable screen printed UHF RFID tags,” Microelectronics Reliability, 
vol. 54, no. 4, Apr. 2014, pp. 840–846, 2013. 

[37] Y. Ouyang, E. Karayianni, W. Chappell, “Effect of fabric patterns on 
electrotextile patch antennas,” IEEE Antennas and Propagation Society 
International Symposium, vol.2B, no., pp.246-249 vol. 2B, 3-8 July 
2005 

[38] P.J. Massey, “Fabric Antennas for Mobile Telephony Integrated Within 
Clothing”, University College London's 2000 London Communications 
Symposium, London, UK, 4 pages, Sept. 2000. 

[39] H. Sanjari, A. Merati, S. Varkiani, and A. Tavakoli, “A study on the 
effect of compressive strain on the resonance frequency of rectangular 
textile patch antenna: elastic and isotropic model,” The Journal of The 
Textile Institute, vol. 105, no. 2, 2014. 

[40] Q. Bai, and R. Langley, “Crumpling of PIFA Textile Antenna,” IEEE 
Trans. on Antennas and Propagation, vol.60, no.1, pp.63–70, Jan. 
2012. 



 
 

19

[41] Z. Wang, L. Zhang, and J. Volakis, “Textile Antennas for Wearable 
Radio Frequency Applications,” Textiles and Light Industrial Science 
and Technology, vol. 2, no. 3, Jul. 2013. 

[42] J. Wang, L. Zhang, Y. Bayram, and J. Volakis, “Embroidered 
Conductive Fibers on Polymer Composite for Conformal Antennas,” 
IEEE Trans. on Antennas and Propagation, vol. 60, no. 9, pp. 4141–
4147, Sep. 2012. 

[43] S. E. Morris, Y. Bayram, L. Zhang, Z. Wang, M. Shtein, and John L. 
Volakis, “High-Strength, Metalized Fibers for Conformal Load Bearing 
Antenna Applications,” IEEE Trans. on Antennas and Propagation,  
Vol. 59 No. 9, pp. 3458-3462, 2011. 

[44] R. Seager, S. Zhang, A. Chauraya, W. Whittow, Y. Vardaxoglou, T. 
Acti, and T. Dias, "Effect of the fabrication parameters on the 
performance of embroidered antennas," IET Proc. on Microwaves, 
Antennas & Propagation, vol.7, no.14, pp.1174-1181, Nov. 2013. 

[45] T. Kaufmann, I. Fumeaux, and C. Fumeaux, “Comparison of fabric and 
embroidered dipole antennas,” 2013 7th European Conference on 
Antennas and Propagation (EuCAP), pp. 3252-3255, 2013. 

[46] A. Tsolis, W. Whittow, A. Alexandridis, J. Vardaxoglou, “Embroidery 
and Related Manufacturing Techniques for Wearable Antennas: 
Challenges and Opportunities,” Electronics, vol. 3, no. 2, pp. 314-338, 
2014. 

[47] K. Koski, L. Sydanheimo, Y. Rahmat-Samii, L. Ukkonen, 
“Fundamental Characteristics of Electro-Textiles in Wearable UHF 
RFID Patch Antennas for Body-Centric Sensing Systems,” IEEE Trans. 
on Antennas and Propagation, vol.62, no.12, pp.6454-6462, Dec. 2014. 

[48] C. Hertleer, L. Van Langenhove, H. Rogier, “Printed textile antennas 
for off-body communication”, CIMTEC 2008, 3rd International 
Conference “SMART MATERIALS, STRUCTURES AND 
SYSTEMS”, Advances in Science and Technology, Vol. 60, pp 64–66, 
Jun. 2008. 

[49] A. Chauraya, W. Whittow, J. Vardaxoglou, Y. Li, R. Torah, K. Yang, 
S. Beeby, and J.  Tudor, “Inkjet Printed Dipole Antennas on Textiles 
for Wearable Communications”, IET Proc. Microwaves, Antennas & 
Propagation, vol. 7, no. 9, pp. 760–767, Jun. 2013. 

[50] W. Whittow, A. Chauraya, J. Vardaxoglou, L. Yi, R. Torah, Y. Kai, S. 
Beeby, and J. Tudor, "Inkjet-Printed Microstrip Patch Antennas 
Realized on Textile for Wearable Applications," IEEE Antennas and 
Wireless Propagation Letters, vol.13, pp.71-74, 2014. 

[51] I. Kazani, M. Scarpello, C. Hertleer, H. Rogier, G. De Mey, G. Guxho, 
L. Van Langenhove, “Washable screen printed textile antennas,” Smart 
and interactive textiles, Advances in Science and Technology, 
Symposium on Smart and Interactive Textiles of CIMTEC / 4th, 
International Conference on Smart Materials, Structures and Systems, 
vol.80,  pp. 118-122, Montecatini Terme, Italy, Jun 10-14, 2012. 

[52] T. Kaufmann and C. Fumeaux, “Wearable textile half-mode substrate-
integrated cavity antenna using embroidered vias,” IEEE Antennas and 
Wireless Propagation Letters, vol. 12, pp. 805-808, 2013. 

[53] R. Moro, S. Agneessens, H. Rogier, and M. Bozzi, "Wearable Textile 
Antenna in Substrate Integrated Waveguide Technology," IET 
Electronics Letters, vol. 48, no. 16, pp. 985–987, Aug. 2012. 

[54] S. Agneessens, and H. Rogier, “Compact Half Diamond Dual-Band 
Textile HMSIW On body Antenna”, IEEE Trans. on Antennas and 
Propagation, vol. 62(5), pp. 2374-2381,  2014. 
 

VHF BAND WEARABLE ANTENNAS 
 

[55] A. Jafargholi, A. Hosseinbeig, M. Emadi, L. Farhoudi, and S.A. 
Golgun, “VHF-LB Vest Antenna,” Progress in Electromagnetics 
Research B (PIER B), vol. 14, pp. 247-262, 2009. 

[56] C.A. Winterhalter, J. Teverovsky, P. Wilson, J. Slade, W. Horowitz, E. 
Tierney, V. Sharma, “Development of electronic textiles to support 
networks, communications, and medical applications in future U.S. 
Military protective clothing systems,” IEEE Trans. on Information 
Technology in Biomedicine, vol. 9(3), pp. 402-406, 2005. 

[57] T. Kellomaki, J. Heikkinen, and M. Kivikoski, “Wearable antennas for 
FM reception”, 2006 European Conference on Antennas and 
Propagation (EuCAP), pp. 1-6, Nice, France, November 6-10, 2006. 

[58] Jung-Sim Roh, Yong-Seung Chi, Jae-Hee Lee, Youndo Tak, Sangwook 
Nam, and Tae Jin Kang, “Embroidered Wearable Multiresonant Folded 
Dipole Antenna for FM Reception,” IEEE Antennas and Wireless 
Propagation Letters, vol. 9, pp. 803-806, 2010. 

[59] E.C. Lee, P.J. Soh, N.B.M. Hashim, G.A.E. Vandenbosh, V. Volski, I. 
Adam, H. Mirza, M.Z.A.A. Aziz, “Design and fabrication of a flexible 
Minkowski fractal antenna for VHF applications,” 2010 European 
Conference on Antennas and Propagation (EuCAP), pp. 521-524, 
2010. 

[60] Y. Ono, Y. Okano, “Development of VHF-band antenna mounted on 
the helmet,” 2013 International Symposium on Antennas and 
Propagation (ISAP), pp. 584-587, 2013. 

[61] Takuma Nakao, Nguyen Tuan Hung, Mio Nagatoshi and Hisashi 
Morishita, “Fundamental Study on Curved Folded Dipole Antenna,” 
2012 IEEE Antennas and Propagation Symposium, pp. 1-2, 2012. 

[62] H.E. King, “Characteristics of body-mounted antennas for personal 
radio sets,” IEEE Trans. on Antennas and Propagation, vol. 23(2), pp. 
242-244, March 1975. 
 

UHF LOWER BAND WEARABLE ANTENNAS 
 

[63] D. Psychoudakis, C.-C. Chen and J.L. Volakis, “Optimizing wearable 
UHF antennas for on-body operation,” IEEE 2007 Antenna and 
Propagation Symposium, pp. 4184-4187, 2007. 

[64] M. Švanda, M. Polívka, and P. Hudec, “Parametric study of the low-
profile foam dielectric over-the-shoulder antenna based on coupled 
patches technique,” 2013 European Conference on Antennas and 
Propagation (EuCAP), Gothenburg, Sweden, pp. 207-210, April 2013 

[65] M. Švanda, M. Polívka, and P. Hudec, “Novel low-profile foam 
dielectric over-the-shoulder antenna based on coupled patches 
technique,” Microwave and Optical Technology Letters, Vol. 55(3), pp. 
593-597, March 2013. 

[66] D. Psychoudakis, C.-C. Chen and J.L. Volakis, “Wearable UHF 
Antenna for Squad Area Networks (SAN),” IEEE 2008 Antennas and 
Propagation Symposium, pp. 1-4, San Diego, CA, July 5-11, 2008. 

[67] D. Psychoudakis, J.L. Volakis, “Conformal Asymmetric Meandered 
Flare (AMF) Antenna for Body-Worn Applications,” IEEE Antennas 
and Wireless Propagation Letters, vol. 8, pp. 931-934, 2009. 

[68] Z. Wang, L. Zhang, D. Psychoudakis, J.L. Volakis, “Flexible textile 
antennas for body-worn communication,” 2012 IEEE International 
Workshop on Antenna Technology (IWAT), pp: 205– 208, 2012. 

[69] D. Psychoudakis, G.-Y. Lee, C.-C. Chen and J.L. Volakis, “Military 
UHF body-worn antennas for armored vests,” 2010 European 
Conference on Antennas and Propagation (EuCAP), pp: 1-4,  2010. 

[70] B. Sanz-Izquierdo, E.A. Parker, J.C. Batchelor, J.A. Miller, “Body 
armour with integral high impedance surface,” 2011 European 
Conference on Antennas and Propagation (EuCAP), pp. 1061–1064, 
2011. 

[71] K. Ogawa, T. Uwano, M. Takahashi, “A very small shoulder pad planar 
antenna for mobile radio applications,” 1997 IEEE Antennas and 
Propagation Symposium, pp. 406-409, 1997.  

[72] K. Ogawa, T. Uwano, M. Takahashi, “A shoulder-mounted planar 
antenna for mobile radio applications, IEEE Trans. on Vehicular 
Technology, vol. 49 (3), pp. 1041-1044, 2000. 

[73] C. Cibin, P. Leuchtmann, M. Gimersky, R. Vahldieck, S. Moscibroda, 
“Modified E-shaped PIFA antenna for wearable systems,” 2004 URSI 
International Symposium on Electromagnetic Theory (EMTS), Pisa, 
Italy, 23-27 May, 2004. 

[74] C. Cibin, P. Leuchtmann, M. Gimersky, R. Vahldieck, S. Moscibroda, 
“A flexible wearable antenna,” 2004 IEEE Antennas and Propagation 
Symposium, pp. 3589-3592, June 2004. 

[75] H. Wang, Z. Zhang, Y. Li, Z. Feng, “A dual-resonant shorted patch 
antenna for wearable application in 430MHz band,” IEEE Transactions 
on Antennas and Propagation, vol. 61(12), pp. 6195-6200, Dec. 2013. 

[76] R. Waterhouse, D. Novak, “Small Uni-Planar Antenna Suitable for 
Body Wearable Applications,” 2006 MILCOM, pp. 1-6, 2006. 

[77] B. Ivsic, J. Bartolic, D. Bonefacic, A. Skrivervik, J. Trajkovikj, “Design 
and analysis of planar UHF wearable antenna,” 2012 European 
Conference on Antennas and Propagation (EuCAP), pp. 1-4, 2012. 



 
 

20

[78] A. Sabban, “New wideband printed antennas for medical applications,” 
IEEE Trans. on Antennas and Propagation, vol. 61(1), pp. 84-91, 
January 2013.  

[79] R.W. Adler, D.S. Gibs, J.E. Lebaric, S.S. Schwarz, “Helmet mounted 
UHF antenna for mobile user objective system (MUOS),” 2007 IEEE 
Antennas and Propagation Symposium, pp.4176-4179, 2007. 

[80]  J.-Y. Park, H.-K. Ryu, J.-M. Woo, “Helmet installed antenna using a 
half-wavelength circular loop antenna,” 2007 IEEE Antennas and 
Propagation Symposium, pp. 4176-4179, 2007. 

[81] Kota Furuya, Yusuke Taira, Hisao Iwasaki, Shio Yamamoto, Naoya 
Tamaki, Takashi Harada, Akio Kuramoto, “Wide band wearable 
antenna for DTV reception,” 2008 IEEE Antennas and Propagation 
Symposium, pp. 1-4, 2008.  

[82] D.L. Paul, C. Jayatissa, G.S. Hilton, and C.J. Railton, “Conformability 
of a textile antenna for reception of digital television,” 2010 
Loughborough Antennas and Propagation Conference (LAPC), pp. 
225-228, 2010. 

[83] A. Kuramoto, “Wideband wearable antenna using simple feed method,” 
2008 International Symposium on Antennas and Propagation (ISAP), 
2008.  

[84] E. Isogai, Y. Okano, S. Yamamoto, N. Tamaki, T. Harada, A. 
Kuramoto, and T. Taura, “Research of wideband wearable antenna 
integrated on the clothing,” 2008 International Symposium on Antennas 
and Propagation (ISAP), 2008. 

[85] T. Suzuki, H. Iwasaki, S. Yamamoto, E. Hankui, T. Taura, T. Harada, 
and A. Kuramoto, “A study of wearable loop antenna for one segment 
broadcasting reception,” 2009 International Symposium on Antennas 
and Propagation (ISAP), pp. 409-412, 2009. 

[86] Y. Ono, Y. Okano, “Development of compact wearable antenna,” 2012 
IEEE International Conference on Wireless Information Technology 
and Systems (ICWITS), pp. 1-4, 2012. 

[87] D.L. Paul, M.G. Paterson, G.S. Hilton, “A low-profile textile antenna 
for reception of digital television and wireless communications,” 2012 
IEEE Radio and Wireless Symposium (RWS), pp. 51-54, 2012.  

[88] D.L. Paul, H. Giddens, M.G. Paterson, G.S. Hilton, J.P. McGeehan, 
“Impact of body and clothing on a wearable textile dual band antenna at 
digital television and wireless communications bands,” IEEE Trans. on 
Antennas and Propagation, vol. 61(4), pp. 2188-2194, 2013. 

[89] R.D. Seager, A. Chauraya, J.C. Vardaxoglou, P. de Maagt, “Fabric 
antennas integrated with metamaterials,” Metamaterials 2008, 2nd 
International Congress on Advanced Electromagnetic Materials in 
Microwaves and Optics,  pp. 533-535, Pamplona, Spain, 2008.  

[90] R.D. Seager, A. Chauraya, J.C. Vardaxoglou, P. de Maagt, “Towards a 
compact low frequency woven antenna,” IEEE 2009 Antennas and 
Propagation Symposium, pp. 1-4, 2009.  

[91] A. Serra, P. Nepa, and G. Manara, “A wearable two-antenna system on 
a life jacket for Cospas-Sarsat Personal Locator Beacons,” IEEE Trans. 
Antennas and Propagation, 60 (2), part II, pp. 1035-1042, 2012. 

[92] G. George, N.R.D. Thiripurasundari, R. , Z.C. Alex, “ Design of 
meander line wearable antenna”, IEEE Conference on Information & 
Communication Technologies (ICT), pp. 1190-1193, 2013. 

[93] J. Lilja, V. Pynttari, T. Kaija, R. Makinen, E. Halonen, H. Sillanpaa, J. 
Heikkinen, M. Mantysalo, P. Salonen, and P. de Maagt, “Body-worn 
antennas making a splash: life-jacket-integrated antennas for global 
search and rescue satellite systems, IEEE Antennas and Propagation 
Magazine, vol. 55(2), pp. 324-340, April 2013. 

 
UHF UPPER BAND WEARABLE ANTENNAS 

 
[94] H.J. Visser, A.C.F. Reniers, “Textile antennas, a practical approach,” 

2007 European Conference on Antennas and Propagation (EuCAP), 
pp. 1-8, 2007. 

[95] W. El Hajj, C. Person, J. Wiart, “A Miniaturized rectangular-spiral bi-
band coplanar antenna for off-body communications,” 2013 European 
Conference on Antennas and Propagation (EuCAP), Gothenburg, 
Sweden, pp. 3262-3265, April 2013. 

[96] J.B. Andersen, F. Hansen, “Antennas for VHF/UHF Personal Radio: a 
theoretical and experimental study of characteristics and performance,” 
IEEE Trans. on Vehicular Technology, vol. 26(4), pp. 49-357, Nov. 
1977. 

[97] H. Adel, R. Wansch, C. Schmidt, “Antennas for a body area network,” 
2003 IEEE Antennas and Propagation Symposium, pp. 471-474, 2003. 

[98] M. Aldrigo, D. Bianchini, A. Costanzo, D. Masotti, C. Galassi, L. 
Mitoseriu, “New broadband button-shaped antenna on innovative 
magneto-dielectric material for wearable applications,”, 2012 European 
Microwave Conference (EuMC), pp. 723-726, 2012. 

[99] M. Orefice, D. Pedrazzi, P. Pirinoli, G. Dassano, “An electrically-small 
wearable textile antenna for security applications,” 2013 European 
Conference on Antennas and Propagation (EuCAP), Gothenburg, 
Sweden, pp. 3270-3273, April 2013. 

[100] M. Orefice, D. Pedrazzi, P. Pirinoli, G. Dassano, “Electrically-small 
wearable textile antenna,” 2013 IEEE Antennas and Propagation 
Symposium, pp. 988-989, 2013. 

[101] B. Roy, A.K. Bhatterchya, S.K. Choudhury, “Characterization of textile 
substrate to design a textile antenna,” 2013 International Conference 
on Microwave and Photonics, pp. 1-5, 2013. 

[102] F. Declercq, A. Georgiadis, and H.Rogier, “Wearable aperture-coupled 
shorted solar patch antenna for remote tracking and monitoring 
applications,” 2011 European Conference on Antennas and 
Propagation (EuCAP), pp. 2992-2996, 2011. 

[103] R. Hahnel, Q. Wang, R. Trieb, D. Plettemeier, A. Henning, “Antenna 
design for heartbeat detection for triggering purposes of medical 
devices,” 2013 IEEE International Workshop on Antenna Technology 
(IWAT), Karlsruhe, Germany, pp. 261-264, March 2013. 

[104] D. Herold, L. Griffiths, Y. Tat Fung, “Lightweight, high-bandwidth 
conformal antenna system for ballistic helmets,” 2007 IEEE Military 

Communications Conference (MILCOM), pp. 1-6, 2007. 
[105] N. Carvalho, A. Georgiadis, A. Costanzo, H. Rogier, A. Collado, J. A. 

García, S. Lucyszyn, P. Mezzanotte, J. Kracek, D. Masotti, A. 
Boaventura, M. Nieves Ruíz, M. Pinuela, D. Yates, P. Mitcheson, M. 
Mazanek, and V. Pankrac, “Wireless Power Transmission: R&D 
Activities within Europe”, IEEE Trans. Microwave Theory Tech., vol. 
62, no. 4, pp. 1031–1045, Apr. 2014. 

[106] A. Costanzo, M. Dionigi, D. Masotti, M. Mongiardo, G. Monti, L. 
Tarricone, R. Sorrentino, “Electromagnetic Energy Harvesting and 
Wireless Power Transmission: A Unified Approach,” Proceedings of 
the IEEE , vol.102, no.11, pp.1692-1711, Nov. 2014 

[107] G. Monti, L. Corchia, L. Tarricone, “UHF Wearable Rectenna on 
Textile Materials,” IEEE Trans. on Antennas and Propagation, vol.61, 
no.7, pp.3869-3873, July 2013  

[108] T. Kellomaki, L. Ukkonen, “Design approaches for bodyworn RFID 
tags,” International Symposium on Applied Sciences in Biomedical and 
Communication Technologies (ISABEL), pp. 1-5, 2010. 

[109] M. Švanda, M. Polívka, and P. Hudec, “UHF RFID of people,” in 
Development and Implementation of RFID Technology, C. Turcu (Ed.), 
I-Tech Education and Publishing, ch. 4, pp. 63-68, , 2009. 

[110] M. Švanda, M. Polívka,  “Dual-band wearable UHF RFID antenna,” 
2007 European Conference on Antennas and Propagation (EuCAP), 
pp. 1-5, 2007. 

[111] M. Švanda, M. Polívka, “Extremely low profile UHF RFID tag 
antennas for identification of people,” 2010 European Conference on 
Antennas and Propagation (EuCAP), pp. 1-4, 2010. 

[112] M. Švanda, M. Polívka, “Novel dual-loop antenna placed on over patch 
array surface for UHF RFID of dielectric and metallic objects,” 
Microwave and Optical Technology Letters, Vol. 51(3), pp. 709-713, 
March 2009. 

[113] M. Švanda, M. Polívka, “Two novel extremely low-profile slot-coupled 
two-element patch antennas for UHF RFID of people,” Microwave and 
Optical Technology Letters, Vol. 52(2), pp. 249-252, February 2010. 

[114] H. Rajagopalan and Y. Rahmat-Samii, “Conformal RFID antenna 
design suitable for human monitoring and metallic platforms,” 2010 
European Conference on Antennas and Propagation (EuCAP), pp. 1-5, 
2010. 

[115] A.G. Santiago, J.R. Costa, and C.A. Fernandes, “Broadband UHF RFID 
passive tag antenna for near-body applications,” IEEE Antennas and 
Wireless Propagation Letters, vol. 12, pp. 136-139, 2013. 

[116] T. Kaufmann, D.C. Ranasinghe, M. Zhou, and C. Fumeaux, “Wearable 
quarter-wave folded microstrip antenna foe passive UHF-RFID 
applications” International Journal of Antennas and Propagation, pp. 
1-11,  2013. 



 
 

21

[117] C. Occhiuzzi, S. Cippitelli, G. Marrocco, “Modeling, design and 
experimentation of wearable RFID sensor tag,” IEEE Trans. on 
Antennas and Propagation, vol. 58(8), pp. 2490-2498, August 2010. 

[118] S. Manzari, S. Pettinari, and G. Marrocco, “Miniaturised wearable 
UHF-RFID tag with tuning capability,” Electronic Letters, vol. 48(21), 
pp. 1325-1326, Oct. 2012. 

[119] S. Manzari, S. Pettinari, and G. Marrocco, “Miniaturised and tunable 
wearable RFID tag for body-centric communications,” 2012 IEEE 
International Conference on RFID-Technologies and Applications 
(RFID-TA), pp. 239-243, 2012. 

[120] A. Dubok, T.J. Coenen, A. Zamanifekri, A.B. Smolders, “Robust UHF 
RFID Antennas in complex environments,” 2013 European Conference 
on Antennas and Propagation (EuCAP), pp. 1695-1699, 2013. 

[121] H. Lee, S. Kim, D. De Donno, and M.M. Tentzeris, “A novel universal 
inkjet-printed EBG-backed flexible RFID for rugged on-body and 
metal mounted applications, 2012 IEEE MTT-S International 
Microwave Symposium, pp. 1-3, 2012. 

[122] G. Marrocco, “RFID antennas for UHF remote monitoring of human 
subjects, IEEE Trans. on Antennas and Propagation, vol. 55(6), pp. 
1862-1870, June 2007. 

[123] L. Yang, L.J. Martin, D. Staiculescu, C.P. Wong, and M.M. Tentzeris, 
“Conformal magnetic composite RFID for wearable RF and Bio-
monitoring applications,” IEEE Transactions on Microwave Theory 
and Techniques, vol. 56(12), pp. 3223-3230, Dec. 2008. 

[124] E. Moradi, T. Björninen, L. Ukkonen, and Y. Rahmat-Samii, “Effects 
of sewing pattern on the performance of embroidered dipole-type RFID 
tag antennas,” IEEE Antennas and Wireless Propagation Letters, vol. 
11, pp. 1482-1485, 2012. 

[125] E. Koski, K. Koski, T. Björninen, A.A. Babar, L. Sydänheimo, L. 
Ukkonen, and Y. Rahmat-Samii, “Fabrication of embroidered UHF 
RFID tags,” 2012 IEEE Antennas and Propagation Symposium, pp. 1-
2, 2012. 

[126] E. Moradi, T. Björninen, L. Ukkonen, and Y. Rahmat-Samii, 
“Characterization of embroidered dipole-type RFID tag antennas,” 
2012 International Conference on RFID-Technologies and 
Applications (RFID-TA), pp. 248-253, 2012. 

[127] Yeonho Kim, Kyounghwan Lee, Yongju Kim, You Chung Chung,  
“Wearable UHF RFID tag antenna design using flexible electro-thread 
and textile,” 2007 IEEE Antennas and Propagation Symposium, pp. 
5487-5490, June 2007. 

[128] Jae Han Choi, Yeonho Kim, Kyounghwan Lee, You Chung Chung, 
“Various wearable embroidery RFID tag antenna using electro-thread,” 
2008 IEEE Antennas and Propagation Symposium, pp. 1-4, July 2008. 

[129] Goojo Kim, Jinseong Lee, Kyoung Hwan Lee, You Chung Chung, 
Junho Yeo, Byung Hyun Moon, Jeenmo Yang, Hee Cheol Kim, 
‘‘Design of a UHF RFID fiber tag antenna with electric-thread using a 
sewing machine,’’ 2008 Asia-Pacific Microwave Conference (APMC), 
Macau, China, Dec. 2008. 

[130] K. Koski, A. Vena, L. Sydänheimo, L. Ukkonen, and Y. Rahmat-Samii, 
“Design and implementation of electro-textile ground planes for 
wearable UHF RFID patch tag antennas,” IEEE Antennas and Wireless 
Propagation Letters, vol. 12, pp. 964-967, 2013. 

[131] L. Ukkonen L. Sydänheimo, and Y. Rahmat-Samii, “Sewed textile 
RFID tag and sensor antennas for on-body use,” 2011 European 
Conference on Antennas and Propagation (EuCAP), pp. 3450-3454, 
2011. 

[132] E. Moradi, K. Koski, L. Ukkonen, Y. Rahmat-Samii, T. Björninen, and 
L. Sydänheimo, “Embroidered RFID tags in body-centric 
communication,” 2013 International Workshop on Antenna Technology 
(IWAT), pp. 367-370, 2013. 

[133] T. Kellomaki, T. Björninen, L. Ukkonen, L. Sydänheimo, “Shirt collar 
tag for wearable UHF RFID systems,” 2010 European Conference on 
Antennas and Propagation (EuCAP), Barcelona, Spain, pp. 1-5, 2010. 

[134] M. Toivonen, T. Björninen, L. Sydänheimo, L. Ukkonen, and Y. 
Rahmat-Samii, “Impact of moisture and washing on the performance of 
embroidered UHF RFID tags,” IEEE Antennas and Wireless 
Propagation Letters, vol. 12, pp. 1590-1593, 2013. 

[135] K. Koski, E. Moradi, A.A. Babar, T. Björninen, L. Sydänheimo, L. 
Ukkonen, and Y. Rahmat-Samii, “Durability of embroidered antennas 
in wireless body-centric healthcare applications,” 2013 European 
Conference on Antennas and Propagation (EuCAP), pp. 565-569, 
2013. 

[136] M. Toivonen, K. Koski, E. Moradi, A.A. Babar, L. Sydänheimo, L. 
Ukkonen, Y. Rahmat-Samii, and P. Kallio, “Washing durability of 
embroidered polymer coated RFID tags,” 2013 IEEE Antennas and 
Propagation Symposium, pp. 1490-1491, 2013. 

[137] Y. Bayram, Y. Zhou, B.S. Shim, S. Xu, J. Zhu, N.A. Kotov, and J.L. 
Volakis, “E-textile conductors and polymer composites for conformal 
lightweight antennas,” IEEE Trans. on Antennas and Propagation, vol. 
58(8), pp. 2732-2736, August 2010. 

[138] S. Kim, M. Riccardo, M. Bozzi, S. Nikolaou, M.M. Tentzeris, “Inkjet-
printed wearable microwave components for biomedical applications,” 
2013 European Conference on Antennas and Propagation (EuCAP), 
pp. 1926-1929, 2013.  

[139] R. Vieroth, C. Kallmayer, R. Aschenbrenner, and H. Reichl, “A new 
package for textile integrated RFID tags,” 11th Conference on 
Electronics Packaging Technology (EPTC 2009), pp. 240-243, Dec. 
2009.  

[140] R. Saba, T. Deleruyelle, J. Alarcon, M.A. Khoury, P. Pannier,  “A 
novel textile antenna for passive UHF RFID tag,” International 
Symposium on Antennas and Propagation (ISAP), pp. 882 – 885, 2012. 

[141] R. Saba, T. Deleruyelle, J. Alarcon, M. Egels, P. Pannier,  “A resistant 
textile tag antenna for RFID UHF frequency band,” 2012 IEEE 
International Conference on RFID-Technologies and Applications 
(RFID-TA), pp. 203-207, 2012. 

[142] M. Hasani, A. Vena, L. Sydänheimo, L. Ukkonen, and M.M. Tentzeris, 
“Implementation of a dual-interrogation mode embroidered RFID-
enabled strain sensor,” IEEE Antennas Wireless and Propagation 
Letters, vol. 12, pp. 1272-1275, 2013. 

 
WEARABLE MULTI-ANTENNA SYSTEMS 

 
[143] G.-Y. Lee, D. Psychoudakis, C.-C. Chen, J.L. Volakis, 

“Omnidirectional Vest-Mounted Body-Worn Antenna System for UHF 
Operation,” IEEE Antennas and Wireless Propagation Letters, pp. 
581–583, 2011. 

[144] J.J.H. Wang and D.J. Triplett, “A multioctave broadband vest antenna 
based on SMM antenna technology,” IEEE 2006 Antennas and 
Propagation Symposium, Albuquerque, NM, pp. 2125-2128, July 2006. 

[145] J.J.H. Wang, J.K. Tillery, K.E. Bohannan, and G.T. Thompson, 
“Helmet-mounted smart array antenna,” 1997 IEEE Antennas and 
Propagation Symposium, Montreal, Canada, pp. 410-413, July 1997. 

[146] J.K. Tillery, G.T. Thompson, and J.J. Wang, “Low-power low-profile 
multifunction helmet-mounted smart array antenna,” 1999 IEEE 
Antennas and Propagation Symposium, Orlando Florida, pp. 1554-
1557, July 1999. 

[147] J.J.H.Wang, “Broadband omnidirectional helmet antennas,” IEEE 2006 
Antennas and Propagation Symposium, Albuquerque, NM, pp. 2129-
2132, July 2006. 

[148] J.J.H. Wang and D.J. Triplett, “Multioctave broadband body-wearable 
helmet and vest antennas,” IEEE 2007 Antennas and Propagation 
Symposium, Honolulu, HI, pp. 4172-4175, July 2007. 

[149] Yu-Jiun Ren, “Low-profile wearable UHF antenna for portable radios 
and radar applications,” 2011 URSI General Assembly, pp. 1-4, 2011.  

[150] J.C.G. Matthew, B. Pirollo, A. Tyler, and G. Pettitt, "Body wearable 
antennas for UHF/VHF," 2008 Loughborough Antennas and 
Propagation Conference (LAPC), pp. 357-360, 2008. 

[151] J.C.G. Matthews, B.P. Pirollo, A.J. Tyler, G. Pettit, "Wide-Band Body 
Wearable Antennas,” IET Seminar on Wideband, Multiband Antennas 
and Arrays for Defence or Civil Applications, pp. 111-128, London, 
March 2008. 

[152] J.C.G. Matthews and G. Pettitt, "Development of flexible, wearable 
antennas," 2009 European Conference on Antennas and Propagation 
(EuCAP), pp. 273-277, 2009. 

[153] R.C. Adams, “Testing and integration of the COMWIN antenna 
system,” 2002 Conference on Military Communications (MILCOM), 
pp. 637-641, 2002 

[154] R. Abramo, R. Adams, F. Canez, H. Pace, and C.P. Haglind, 
“Fabrication and testing of the COMWIN vest antenna,” 2000 
Conference on Military Communications (MILCOM), pp. 595-598, 
2000. 



 
 

22

[155] J. Lebaric and A. Tan, “Ultrawideband RF helmet antenna,” 2000 
Conference on Military Communications (MILCOM), pp. 591-594, 
2000. 

[156] J. Lebaric and A. Tan, “Ultrawideband comformal helmet antenna,” 
2000 Asia Pacific Microwave Conference (APMC), pp. 1477-1481, 
Sydney, Australia, December 2000. 

[157] J. Lebaric, R.W. Adler, and T.M. Gainor, “Ultrawideband radio 
frequency vest antenna,” 2000 Conference on Military Communications 
(MILCOM), pp. 588-590, Oct. 2000. 

[158] J.E. Lebaric, R.W. Adler, M.E. Limbert, “Ultrawideband, zero visual 
signature RF vest antenna for man-portable radios,” 2001 IEEE 
Conference on Military Communications (MILCOM), pp. 1291-1294, 
Oct. 2001. 

[159] E. Kohls, A. Abler, P. Siemsen, J. Hughes, R. Perez, and D. Widdoes, 
“A multi-band body-worn antenna vest,” IEEE 2004 Antennas and 
Propagation Symposium, pp. 447-450, June 2004. 

[160] A. Baroni and P. Nepa, “Wearable auto-tuning antenna for COSPAS-
SARSAT rescue applications,” XX RiNEM (XX Italian Meeting on 
Electromagnetics), Padua, Italy, 15-18 September, 2014. 

[161] P. Nepa and G. Manara, “On the Stochastic Characterization of 
Wearable Antennas,” PIERS 2013, Stockholm, Sweden, 12-15 August, 
2013. 

[162] A. Thielens, P. Vanveerdeghem , S. Agneessens, P. Van Torre, G. 
Vermeeren,, H. Rogier, L. Martens, and W. Joseph, “Whole-Body 
Averaged Specific Absorption Rate Estimation using a Personal, 
Distributed Exposimeter”, IEEE Antennas and Wireless Propagation 
Letters, vol. 13, DOI: 10.1109/LAWP.2014.2368597, in press, 2014. 

 

 
Paolo Nepa received the Laurea (Doctor) degree in electronics engineering (summa cum laude) from the University of Pisa, Italy, in 1990. Since 1990, he has 
been with the Department of Information Engineering, University of Pisa, where he is currently an Associate Professor. In 1998, he was at the Electro Science 
Laboratory (ESL), The Ohio State University (OSU), Columbus, OH, as a Visiting Scholar supported by a grant of the Italian National Research Council. At the 
ESL, he was involved in research on efficient hybrid techniques for the analysis of large antenna arrays. His research interests include the extension of high-
frequency techniques to electromagnetic scattering from material structures and its application to the development of radio propagation models for indoor and 
outdoor scenarios of wireless communication systems. He is also involved in the design of wideband and multiband antennas, mainly for base stations and 
mobile terminals of communication systems, as well as in the design of antennas optimized for near-field coupling and focusing. More recently he is working on 
channel characterization, wearable antenna design and diversity scheme implementation, for body-centric communication systems. In the context of RFID 
systems, he is working on techniques and algorithms for UHF-tag localization and RFID-based smart shelves. He received the Young Scientist Award from the 
International Union of Radio Science, Commission B, in 1998. 
 
 
 
 

 
Hendrik Rogier received the M.Sc. and Ph.D. degrees in Electrical Engineering from Ghent University, Gent, Belgium, in 1994 and in 1999, respectively.  He is 
a currently a Full Professor with the Department of Information Technology of Ghent University, Belgium, Guest Professor at iMinds, Ghent, Belgium, and 
Visiting Professor at the University of Buckingham, UK. From October 2003 to April 2004, he was a Visiting Scientist at the Mobile Communications Group of 
Vienna University of Technology. He authored and coauthored more than 110 papers in international journals and more than 125 contributions in conference 
proceedings. He is serving as a member of the Editorial Board of IET Science, Measurement Technology and of Wireless Power Transfer. He acts as the URSI 
Commission B representative for Belgium.  Within the IEEE Microwave Theory and Techniques Society, he is a member of Technical Committee 24 on RFID 
technology and within the European Microwave Association, he is a member of the Governing Board of Topical Group MAGEO on Microwaves in Agriculture, 
Environment and Earth Observation. His current research interests are antenna systems, radiowave propagation, body-centric communication, numerical 
electromagnetics, electromagnetic compatibility and power/signal integrity. Dr. Rogier was twice awarded the URSI Young Scientist Award, at the 2001 URSI 
Symposium on Electromagnetic Theory and at the 2002 URSI General Assembly. In addition, he received the 2014 Premium Award for Best Paper in IET 
Electronics Letters, the Best Poster Paper Award at the 2012 IEEE Electrical Design of Advanced Packaging and Systems Symposium (EDAPS), the Best Paper 
Award at the 2013 IEEE Workshop on Signal and Power Integrity (SPI) and the Joseph Morrissey Memorial Award for the First best scientific paper at BioEM 
2013. 

 


